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Wire Cloth Definitions 



MESH— The definition of "mesh", means the number of openings perl 
lineal inch. The mesh is counted by starting from the centerl 
and counting the number of openings to a point one inch dis-j 
tant. For example, No, 6 mesh indicates that in a lineal inch! 
there are six openings. 

SPACE— The "term" space represents the clear opening between 
parallel wires. 

GAUGE OR WIRE DIAMETER— These terms refer to the thickness 
of individual wire used. It is preferred to use decimals toj 
determine diameter thickness of wire. 

SELVAGE— The term selvage means finished edges, that is, the fill 
wire are woven in continuously, forming a smooth or finished 
edge on each side. 

WARP— Wire that make up the type of weave in length of roll. 

FILL— Wire that make up the width of roll. 

PLAIN WEAVE— This term means "over one and Under one". 
Almost all plain weave is double crimped, that is, both the 
warp and the shute wire are crimped and locked into posi- 
tion both ways. 

TWILLED WEAVE— Twilled weave is over two and under two con- 
struction. It is not as tight as plain weave thus more 
pliable. 

INTERMEDIATE CRIMP— Both the warp wire and fill wires are 
precrimped before weaving. It is employed in coarser 
meshes to obtain large opening with relatively light wires, 
and still have a firm wire cloth. 

SEMI-INTERMEDIATE CRIMP— This has a double crimp in the warp 
and intermediate crimp in the fill. The fill wires are 
crimped before weaving. 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Center 

to 
Center 



Diam. 

of 
Wire 



laches 



Width 

of 

Opening 



Percent- 
age of 
Open 

Area 



Standard Weight$ in Pounds 
per 100 Sq. Ft. 



Plain 
Steel 



Pure 
Copper 



80/20 
Brass 



Monel 
Metal 



r J3i" 


.669" 


44.8% 


738.7 


837.3 


816.3 


828.8 


.307" 


.693" 


48.0% 


631.2 


715.5 


697.5 


708.2 


.283" 


.717" 


51.4% 


532.8 


603.9 


588.8 


597.8 


.263" 


.737" 


54.3% 


457.9 


519.0 


506.0 


513.8 


.250" 


.750" 


56.3% 


412.4 


467.5 


455.7 


462.7 


.225" 


.775" 


60.1% 


332.1 


376.4 


367.0 


372.6 


.207" 


.793" 


62.9% 


280.1 


317.5 


309.5 


314.3 


.192" 


.808" 


653% 


240.3 


272.4 


265.6 


269.6 


.177" 


.823" 


67.7% 


203.7 


230.9 


225.1 


228.6 


.162" 


.838" 


70.2% 


170.2 


192.9 


188.1 


191.0 


.148" 


.852" 


72.6% 


141.7 


160.6 


156.6 


159.0 


.135" 


.865" 


74.8% 


117.7 


133.4 


130.1 


132.1 


.120" 


.880" 


77.4% 


92.8 


105.2 


102.6 


104.1 


.105" 


.895" 


80.1% 


71.0 


80.5 


78.5 


79.7 


.092" 


.908" 


82.4% 


54.4 


61.7 


60.1 


61.0 


.080" 


.920" 


84.6% 


41.1 


46.6 


45.4 


46.1 


.072" 


.928" 


86.1% 


33.3 


37.7 


36.8 


37.4 


.063" 


.937" 


87.8% 


25.5 


28.9 


28.2 


28.6 


% m .307" 


.443" 


34.9% 


805.4 


912.9 


890.0 


903.7 


.283" 


.467" 


38.8% 


730.3 


827.8 


807.1 


819.4 


.263" 


.487" 


42.1% 


625.6 


709.1 


691.4 


701.9 


.250" 


.500" 


44.4% 


562.3 


637.4 


621.4 


630.9 


.225" 


.525" 


49.0% 


451.0 


511.2 


498.4 


506.0 


.207" 


.543" 


52.4% 


379.4 


430.3 


419.3 


425.7 i 


.192" 


.558" 


55.3% 


324.8 


368.2 


359.0 


364.4 


.177" 


.573" 


58.3% 


274.7 


311.4 


303.6 


308.2 


.162" 


.588" 


6M% 


229.2 


259.8 


253.3 


257.1 


.148" 


.602" 


64.4% 


190.5 


215.9 


210.5 


213.7 


.135" 


.615" 


67.2% 


158.1 


179.2 


174.7 


177.4 «J 


.120" 


.630" 


70.5% 


124.4 


141.0 


137.5 


139.6 


.105" 


.645" 


73.9% 


95.0 


107.7 


105.0 


106.6 


.092" 


.658" 


76.9% 


72.8 


82.5 


80.5 


81.7 


.080" 


.670" 


79.8% 


54.9 


62.2 


60.7 


61.6 


.072" 


.678" 


81.7% 


44.5 


50.4 


49.2 


49.9 


.063" 


.687" 


83.9% 


34.0 


38.5 


37.6 


38.1 


.054" 


.696" 


86.1% 


24.9 


28.2 


27.5 


27.9 




opening 
1350 




% in. mesh 

opening .6700 in. 

.0800 in. dio. wire 
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SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Mesh 
Center 

to 


Diam. 

of 
Wire 


Width 

of 
Opening 


Percent- 
age of 

Open 

Aiea 


Standard Weights in Pounds 
per 100 Sq. Ft. 


Plain 
Steel 


Pure 
Copper 


80/20 
Brass 


Mooel 

Metal 


Center 


Inches 



|" .283" 


.342" 


30.0% 


900.4 


1020.6 


995.0 


010.2 




.263" 


.362" 


33.5% 


768.6 


871.2 


849.4 


862.4 




.250" 


.375" 


36.0% 


689.4 


781.4 


761.9 


773.5 


1 1 1 


.225" 


.400" 
.418" 


41.0% 
44.7% 


551.0 
462.4 


624.6 
524.1 


608.9 
511.0 


618.2 


1 1 1 


.207" 






.192" 


.433" 


48.0% 


395.0 


447.7 


436.5 


443.2 


1 1 


.177" 


.448" 


51.4% 
54.9% 
58.3% 


333.5 
277.7 
230.5 


378.0 
314.8 
261.3 


368.6 
306.9 
254.7 


374.2 


1 1 


.162" 
.148" 


.463" 
.477" 


258.6 


1 1 


.135" 


.490" 


61.5% 


191.0 


216.5 


211. 1 


214.3 


1 1 


.120" 
.105" 


.505" 
.520" 


65.3% 
69.2% 


150.2 
114.5 


170.3 
129.8 


166.0 
126.5 






128.5 


1 1 1 


.092" 


.533" 


72.7% 


87.9 


99.6 


97.1 


98.6 


ill 


.080" 
.072" 


.545" 
.553" 


76.0% 
78.3% 


66.1 
53.5 


74.9 
60.6 


73.0 
59.1 


74.2 
60.0 


% in, mesh 
opening .5625 in. 


.063" 


.562" 


80.9% 


40.9 


46.4 


45.2 


45.9 


.0625 in. dici. wire 


.054" 


.571" 


83.5% 


30.0 


34.0 


33.2 


33.7 




.047" 


.578" 


85.5% 


22.7 


25.7 


25.1 


25.5 




2 .250" 


.250" 


25.0% 


894.6 


1014.9 


988.6 


1003.7 




.225" 


.275" 


30.3% 


710.6 


805.5 


785.3 


797.3 




.207" 


.293" 


34.3% 


593.8 


673.1 


656.2 


666.2 


■ II 


.192" 


.308" 


37.9% 


505.5 


573.0 


558.6 


567.2 


1 1 


.177" 


.323" 


41.7% 


425.4 


482.2 


470.1 


477.3 


| F 


.162" 


.338" 


45.7% 


353.3 


400.4 


390.3 


396.3 


1 1 


.148" 


.352" 


49.6% 


292.4 


331.5 


323.1 


328.1 


1 1 


.135" 


.365" 


53.3% 


241.7 


274.0 


267.1 


271.2 


1 1 


.120" 


.380" 


57.8% 


189.6 


214.9 


209.5 


212.7 i 


l I 


.105" 


.395" 


62.4% 


144.2 


163.5 


159.4 


161.8 


1 1 


.092" 


.408" 


66.6% 


110.2 


124.9 


121.8 


123.6 


■ I I 


.080" 


.420" 


70.6% 


83.0 


94.1 


91.7 


93.1 1 


u I 


.072" 


.428" 


73.3% 


67.1 


76.1 


74.2 


75.3 


1 1 


*.063" 


.437" 


76.4% 


51.2 


58.0 


56.6 


57.4 


■ B 1 

2x2 Mesh 
No. 14 (.080") ^ 


.054" 


.446" 


79.6% 


37.6 


42.6 


41.6 


42.2 


.047" 


.453" 


82.1% 


28.4 


32.2 


31.4 


31.9 




.041" 


.459" 


84.3% 


21.6 


24.5 


23.9 


24.2 




.035" 


.465" 


86.5% 


15.7 


17.8 


17.4 


17.6 





•Standard or Markat ©rada 
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SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolorances 



Mesh 

Center 


Diam. 

of 
Wire 


Width 

of 
Opening 


Percent- 
igeof 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 




to 


Plain 

Steel 


Pure 
Copper 


80/20 
Brass 


Moncl 
Metal 




Center 


Inches 




2'/< 


.225" 


.219" 


24.3% 


817.1 


926.2 


903.0 


916.8 






.207" 


.237" 


28.4% 


680.9 


771.8 


752.5 


764.0 




.192" 


.252" 


32.2% 


578.4 


655.6 


639.2 


649.0 ^S^^k^a^J^^j 




.177" 


.267" 


36.1% 


485.7 


550.5 


536.7 


545.0 ^^^^Bj^^l 




.162" 


.282" 


40.3% 


402.3 


456.0 


444.6 


451.4 




.148" 


.296" 


44.4% 


332.5 


376.9 


367.4 


373.1 ■■BHILMHK 




.135" 


.309" 


48.3% 


274.3 


310.9 


303.1 


307.8 




.1 20" 


.324" 


53.1% 


214.8 


243.5 


237.4 


24lo B B B 1 




.105" 


.339" 


585% 


163.2 


185.0 


180.4 


183.1 BBHHBH 




.092" 


.352" 


62.7% 


124.5 


141. 1 


137.6 


139.7 




.080" 


•364" 


67.1% 


93.7 


106.2 


103.5 


io5.i ■ m m 1 




.072" 


.372" 


70.1% 


75.7 


85.8 


83.7 


84.9 ^B^3BgHH| 




.063" 


.381" 


73.5% 


57.8 


65.5 


63.9 


64.9 




.054" 


.390" 


77.0% 


42.3 


47.9 


46.7 


47. 5 2V 4 x 2V4 MESH 




.047" 


.397" 


79.8% 


32.0 


36.3 


35.4 


35.9 No. 10 -.135" 




.041" 


.403" 


82.2% 


24.3 


27.5 


26.9 


27.3 




.035" 


.409" 


84.7% 


17.7 


20.1 


19.6 


19.9 


m 


.225" 


.175" 


19.1% 


929.3 


1053.4 


1027.0 


1042.7 ze 




.207" 


.193" 


23.3% 


772.2 


875.3 


853.4 


866.4 




.192" 


.208" 


27.0% 


654.4 


741.8 


723.2 


734.2 










.177" 


.223" 


31.1% 


548.2 


621.4 


605.8 


615.1 m 










.162" 


.238" 


35.4% 


453.1 


513.6 


500.7 


508.4 










.148" 


.252" 


39.7% 


373.7 


423.6 


413.0 


419.3 










.135" 


.265" 


43.9% 


307.8 


348.9 


340.1 


345.4 m 










.120" 


.280" 


49.0% 


240.6 


272.7 


265.9 


270.0 










.105" 
.092" 


.295" 
.308" 


54.4% 
593% 


182.4 
139.0 


206.8 
157.6 


201.6 
153.6 


204.7 










156.0 










.080" 


.320" 


64.0% 


104.4 


1183 


115.4 


117.1 










.072" 


.328" 


673% 


84.3 


95.6 


93.2 


94.6 m 










.063" 


.337" 


71.0% 


64.3 


72.9 


71.1 


72.1 










.054" 
.047" 


.346" 
.353" 


74.8% 
77.9% 


47.1 
35.6 


53.4 

40.4 


52.1 
39.3 


528 2i/ 3 x2i/ 2 Mesh 
39.9 No. 14 (.080") Wire 




.041" 


.359" 


80.6% 


27.0 


30.6 


29.8 


303 




.035" 


.365" 


833% 


19.7 


223 


21.8 


22.1 
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SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Mesh 
Center 


Diam. 

of 
Wire 


Width 

of 
Opening 


Percent- 
age of 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 




to 


Plain 
Steel 


Fure 
Copper 


S0/20 
Brass 


Monel 

Metal 




Center 


Inches 




2K 


.!77" 


.187" 


26.4% 


613.4 


695.3 


677.9 


688,2 






.162" 


.202" 


30.9% 


505.8 


573.3 


559.0 


567.5 




.148" 


.216" 


35.3% 


416.3 


471.9 


460.1 


467.1 




.135" 


.229" 


39.7% 


342.2 


387.9 


378.2 


383.9 M M B 




.120" 


.244" 


45.0% 


267.0 


302.6 


295.1 


299.6 '''ff'*TP''''''ff''''W'' 




.105" 


.259" 


50.7% 


202.0 


229.0 


223.2 


226.6 




.092" 


.272" 


56.0% 


153.7 


174.2 


169.9 


172.5 ■bmAbhbbmi 




.080" 


.284" 


61.0% 


115.3 


130.7 


127.4 


129.4 




.072" 


.292" 


64.5% 


93.0 


105.4 


102.8 


104.3 ^M^J^ S M^^^ m 




.063" 


.301" 


68.5% 


70.9 


80.4 


78.4 


79.5 T^^B^T^^Tf^ 




.054" 


.310" 


72.7% 


51.9 


58.8 


57.4 


58.2 J 




.047" 


.317" 


76.0% 


39.2 


44.4 


43.3 


44.0 ■WBBHHWJBmB 




.04 J" 


.323" 


78.9% 


29.8 


33.8 


32.9 


33.4 ■■"■'■ 




.035" 


.329" 


81.9% 


21.7 


24.6 


24.0 


24.3 23/ 4 x 2% MESH 


3 


.162" 


.171" 


26.3% 


560.4 


635.2 


619.3 


^•. No. 11 W. &M.-.1205" 
628.8 




.148" 


.185" 


30.8% 


460.2 


521.6 


508.6 


516.3 




.135" 


.198" 


35.3% 


377.6 


428.0 


417.3 


423.7 




.120" 


.213" 


40.8% 


293.9 


333.1 


324.8 


329.8 




.105" 


.228" 


46.8% 


222.0 


251.6 


245.3 


249.1 




,092" 


.241" 


52.3% 


168.7 


191.2 


186.4 


189.3 




.080" 
.072" 
.063" 


.253" 
.261" 
.270" 


57 6% 
61.3% 
65.6% 


126.4 
101.9 


143.3 
1 15.5 


139.7 
1 12.6 


141.8 

114.3 im 












77.6 


88.0 


85.8 


87.1 












♦.054" 
.047" 


.279" 
.286" 


70.1% 
73.6% 


56.7 
42.8 


64.3 
48.5 


62.7 
47.3 


63.6 
48.0 


























.041" 
.035" 


.292" 

.298" 


76.7% 
79.9% 


32.5 
23.7 


36.8 
26.9 


35.9 
26.2 


36.5 ^ 
26.6 




















.032" 

.148" 
.135" 


.301" 

.160" 
.173" 


81.5% 

27.0% 
31.6% 


19.7 

505.6 
414.0 


22.3 

573.1 
469.3 


21.8 

558.7 
457.5 


22.1 

567.3 
464.5 












3'/4 


























.120" 


.188" 


37.3% 


321.6 


364.5 


355.4 


3608 " 3x*3 M*h 




.105" 


.203" 


43.5% 


242.4 


274.8 


267.9 


272.0 No . 16 (.063") Wire 




.092" 


.216" 


49.3% 


183.8 


208.3 


203.1 


206.2 




.080" 


.228" 


54.9% 


137.6 


156.0 


152.1 


154.4 




.072" 


.236" 


58.8% 


110.8 


125.6 


122.4 


124.3 





♦Standard or Market Grade 
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SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 









Subject to C 


ommercta! Tolerances 


Mesh 
Center 


Diam. 

of 
Wire 


Width 

of 
Opening 


Percent- 
age of 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 
Steel 


Pure 
Copper 


80/20 
Brass 


Monel 

Metal 


Center 


Inches 



3»A 



3/2 



3% 



.063" 


.245" 


63.4% 


84.3 


95.6 


93.2 


94.6 


.054" 


.254" 


68.1% 


61.6 


69.8 


68.1 


69.1 


.047" 


.261" 


72.0% 


46.5 


52.7 


51.4 


52.2 


.041" 


.267" 


75.3% 


35.3 


40.0 


39.0 


39.6 


.035" 


.273" 


78.7% 


25.6 


29.0 


28.3 


28.7 


.032" 


.276" 


80.5% 


21.4 


24.3 


23.6 


24.0 


.148" 


.138" 


23.3% 


525.0 


595.1 


580.2 


589.1 


.135" 


.151" 


27.9% 


429.0 


486.3 


474.1 


481.3 


.120" 


.166" 


33.8% 


349.9 


396.6 


386.7 


392.6 


.105" 


.181" 


40.1% 


263.2 


298.3 


290.9 


295.3 


.092" 


.194" 


46.1% 


199.3 


225.9 


220.2 


223.6 


.080" 


.206" 


52.0% 


148.9 


168.8 


164.5 


167.1 


.072" 


.214" 


56.1% 


119.8 


135.8 


132.4 


134.4 


.063" 


.223" 


60.9% 


91.1 


103.3 


100.7 


101.2 


.054" 


.232" 


65.9% 


66.5 


75.4 


73.5 


74.6 


.047" 


.239" 


70.0% 


50.2 


56.9 


55.5 


56.3 


.041" 


.245" 


73.5% 


38.! 


43.2 


42.1 


42.7 


.035" 


.251" 


77.2% 


27,6 


31.3 


30.5 


31.0 


.032" 


.254" 


79.0% 


23.1 


26.2 


25.5 


25.9 


.148" 


.119" 


19.9% 


571.3 


647.6 


631.3 


641.0 


.135" 


.132" 


24.5% 


465.9 


528.0 


514.9 


522.7 


.120" 


.147" 


30.4% 


360.1 


408.2 


397.9 


404.0 


.105" 


.162" 


36.9% 


284.5 


322.5 


314.4 


319.2 


.092" 


.175" 


43.1% 


215.0 


243.7 


237.6 


241.2 


.080" 


.187" 


49.2% 


160.4 


181.8 


177.3 


180.0 


.072" 


.195" 


53.5% 


128.9 


146.1 


142.4 


144.6 


.063" 


.204" 


58.5% 


97.9 


1(1.0 


108.2 


109.8 


.054" 


.213" 


63.8% 


71.4 


80.9 


78.9 


80.1 


.047" 


.220" 


68.1% 


53.8 


61.0 


59.5 


60.4 


.041" 


.226" 


71.8% 


40.8 


46.2 


45.1 


45.8 


.035' 


.232" 


75.7% 


29.7 


33.7 


32.8 


33.3 


.032" 


.235" 


77.7% 


24.8 


28.1 


27.4 


27.8 



i 



3y 2 x 3y 2 MESH 

No. 14 W. &U.— .080" 




4x4 Mesh 
No. 14 (.080") Wire 



♦Standard or Market Grade 



[5] 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Meth 
Center 


Diam. 

of 
Wire 


Width 

of 
Opening 


Percent- 
age of 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 
Steel 


Pure 

Copper 


80/20 
Brass 


Monel 
Metal 


Center 


Inches 



4'/ 2 



.148" 


.102" 


16.6% 


619.1 


701.8 


684.2 


694.6 


.135" 


.115" 


21.2% 


503.8 


571.1 


556.7 


5653 


.120" 


.130" 


27.0% 


388.6 


440.5 


429.4 


436.0 


.105" 


.145" 


33.6% 


306.2 


347.1 


338.4 


343.6 


.092" 


.158" 


39.9% 


231.0 


261.8 


255.3 


259.2 


.080" 


.170" 


46.2% 


172.1 


195.1 


190.2 


193.1 


.072" 


.178" 


50.7% 


138 2 


156.6 


152.7 


155.1 


.063" 


.187" 


56.0% 


104.8 


118.8 


115.8 


117.6 


.054" 


.196" 


61.5% 


76.4 


86.6 


84.4 


85.7 


*.047" 


.203" 


65.9% 


57.6 


653 


63.7 


64.6 


.041" 


.209" 


69.9% 


43.6 


49.4 


48.2 


48.9 


.035" 


.215" 


74.0% 


31.7 


35.9 


35.0 


35.6 


.032" 


.218" 


76.0% 


26.4 


29.9 


29.2 


29.6 


.028" 


.222" 


78.9% 


20.2 


22.9 


22.3 


22.7 


.025" 


.225" 


81.0% 


16.1 


18.2 


17.8 


18.1 


.120" 


.102" 


21.1% 


447.9 


507,7 


495.0 


502.5 


.105" 


.117" 


27.7% 


333.7 


378.2 


368.8 


374.4 


.092" 


.130" 


34.2% 


263.9 


299.1 


291.6 


296.1 


.080" 


.142" 


40.8% 


195.9 


222.1 


216.5 


219.8 


.072" 


.150" 


45.6% 


157.0 


178.0 


173.5 


176.2 


.063" 


.159" 


51.2% 


118.9 


134.8 


131.4 


133.4 


.054" 


.168" 


57.2% 


86.4 


97.9 


95.5 


96.9 


.047" 


.175" 


62.0% 


65.0 


73.7 


71.8 


72.9 


.041" 


.181" 


66.3% 


49.2 


55.8 


54.4 


55.2 


.035" 


.187" 


70.8% 


35.7 


40.5 


39.5 


40.1 


.032" 


.190" 


73.1% 


29.8 


33.8 


32.9 


33.4 


.028" 


.194" 


76.2% 


22.8 


25.8 


25.2 


25.6 


.025" 


.197" 


78.6% 


18.1 


20.5 


20.0 


20.3 


.120" 


.080" 


16.0% 


510.6 


578.8 


564.3 


572.9 


.105" 


.095" 


22.6% 


378.7 


429.3 


418.5 


424.9 


.092" 


.108" 


29.2% 


283.4 


321.2 


313.2 


318.0 


.080" 


.120" 


36.0% 


220.6 


250.1 


243.8 


247.5 


.072" 


.128" 


41.0% 


176.4 


199.9 


194.9 


197.9 


jesr 


.137" 


46.9% 


133.2 


151.0 


147.2 


149.5 


.054" 


.146" 


534% 


96.7 


109.6 


106.9 


(08.5 




4x4 Mesh 
No. 16 (.063") Wire 























































+ 


- 





4x4 Mesh 
No. 20 (.035") Wire 



♦Standard or Market Grade 



[6] 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Squaw Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial ToUr«nc«t 



Mesh 

Center 


Ditm. 

of 
Wire 


Width 
of 

Opening 


Percent- 
age of 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 
Steel 


Pure 
Copper 


80/20 
Brass 


Monei 
Metal 


Centex 


Inches 



5>/j 



.047" 


.153" 


58.5% 


72.6 


823 


80,2 


81.5 


*.04l" 


.159" 


63.2% 


54.9 


62.2 


60.7 


61.6 


.035" 


.165" 


68.1% 


39.8 


45.1 


44.0 


44.7 


.032" 


.168" 


70.6% 


33.2 


37.6 


36.7 


37.3 


.028" 


.172" 


74.0% 


25.3 


28.7 


28.0 


28.4 


.025" 


.175" 


76.6% 


20.2 


22.9 


22.3 


22.7 


.023" 


.177" 


78.3% 


17.0 


19.3 


18.8 


19.1 


.105" 


.077" 


17.9% 


448.3 


508.1 


495.4 


503.0 


.092" 


.090" 


24.5% 


317.3 


359.7 


350.6 


356.0 


.080" 


.102" 


31.5% 


233.9 


265.1 


258.5 


262.4 


.072" 


.110" 


36.6% 


196.3 


222.5 


216.9 


220.2 


.063" 


.119" 


42.8% 


147.9 


167.6 


163.4 


165.9 


.054" 


.128" 


49.6% 


107.1 


121.4 


1)8.4 


120.2 


.047" 


.135" 


55.1% 


80.3 


91.0 


88.7 


90.1 


.041" 


.141" 


60.1% 


60.7 


68.8 


67.1 


68.1 


.035" 


.147" 


65.4% 


43.9 


49.8 


48.5 


49.3 


.032" 


.150" 


68.1% 


36.6 


41.5 


40.4 


41.1 


.028" 


.154" 


71.7% 


27.9 


31.6 


30.8 


31.3 


.025" 


.157" 


74.6% 


22.2 


25.2 


24.5 


24.9 


.023" 


.159" 


76.5% 


18.8 


21.3 


20.8 


21.1 


.092" 


.075" 


20.2% 


352.8 


399.9 


389.9 


395.8 


.080" 


.087" 


27.2% 


259.1 


293.7 


286.3 


290.7 


.072" 


.095" 


32.5% 


216.9 


245.9 


239.7 


243.4 


.063" 


.104" 


38.9% 


163.0 


184.8 


180.1 


182.9 


.054" 


.113" 


46.0% 


117.7 


133.4 


130. 1 


132.1 


.047" 


.120" 


51.8% 


88.2 


100.0 


97.5 


99.0 


.041" 


.126" 


57.2% 


66.5 


75.4 


73.5 


74.6 


♦035" 


.132" 


62.7% 


48.1 


54.5 


53.2 


54.0 


.032" 


.135" 


65.6% 


40.0 


45.3 


44.2 


44.9 


.028" 


.139" 


69.6% 


30.5 


34.6 


33.7 


34.2 


.025" 


.142" 


72.6% 


24.3 


27.5 


26.9 


27.3 


.023" 


.144" 


74.7% 


20.5 


23.2 


22.7 


23.0 


.020" 


.147" 


77.8% 


15.5 


17.6 


17.1 


17.4 




5x5 Mesh 
No. 14 (.080") Wire 



• ■BMMiHiMHBiMM 



6x6 Mesh 
No. 18 (.047") Wire 



♦Standard or Market Grade- 



[7] 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Mesh 

Center 


Diam. 

of 
Wire 


Width 

of 
Opening 


Percent- 
age of 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 

Steel 


Pure 

Copper 


80/20 
Brass 


Monel 
Metal 


Center 


Inches 


6 '/ 2 .092" 


.062" 


16.2% 


389.9 


441.9 


430.9 


437.5 


.080" 


.074" 


23.1% 


285.1 


323.2 


315.1 


319.9 


.072" 


.082" 


28.4% 


226.3 


256.5 


250.1 


253.9 


.063" 


.091" 


35.0% 


169.6 


192.2 


187.4 


190.3 


.054" 


.100" 


42.3% 


128.6 


145.8 


142.1 


144.3 


.047" 


.107" 


48.4% 


96.1 


108.9 


106.2 


107.8 


.041" 


.113" 


53.0% 


72.4 


82.1 


80.0 


81.2 


.035" 


.119" 


59.8% 


52.3 


59.3 


57.8 


58.7 


.032" 


.122" 


62.9% 


43.5 


49.3 


48.1 


48.8 


.028" 


.126" 


67.1% 


33.2 


37.6 


36.7 


37.3 


.025" 


.129" 


70.3% 


26.3 


29.8 


29.1 


29.5 


.023" 


.131" 


72.5% 


22.3 


25.3 


24.6 


25.0 


.020" 


.134" 


75.9% 


16.8 


19.0 


18.6 


18.8 


7 .080" 


.063" 


19.5% 


312.2 


353.9 


345.0 


350.3 


.072" 


.071" 


24.7% 


247.2 


280.2 


273.2 


277.4 


.063" 


.080" 


31.4% 


184.7 


209.4 


204.1 


207.2 


.054" 


.089" 


38.8% 


139.7 


158.3 


154.4 


156.7 


.047" 


.096" 


45.2% 


104.2 


1 18.1 


115.2 


II 6.9 


.041" 


.102" 


51.0% 


78.4 


88.9 


86.6 


88.0 


.035" 


A 08" 


57.2% 


56.5 


64.0 


62.4 


63.4 


.032" 


.III" 


60.4% 


47.0 


53.3 


51.9 


52.7 


.028" 


.115" 


64.8% 


35.8 


40.6 


39.6 


40.2 


.025" 


.118" 


68.2% 


28.4 


32.2 


31.4 


31.9 


.023" 


.120" 


70.6% 


24.0 


27.2 


26.5 


26.9 


.020" 


.123" 


74.1% 


18.1 


20.5 


20.0 


20.3 


.018" 


.125" 


76.6% 


14.6 


16.5 


16.1 


16.4 


7'/ 2 -080" 


.053" 


15.8% 


340.4 


385.8 


376.2 


381.9 


.072" 


.061" 


20.9% 


268.7 


304.6 


296.9 


301.5 


.063" 


.070" 


27.6% 


200.3 


227.0 


221.4 


224.7 


.054" 


.079" 


35.1% 


151.0 


171.2 


166.9 


169.4 


.047" 


.086" 


41.6% 


112.5 


127.5 


124.3 


126.2 


.041" 


.092" 


47.6% 


84.4 


95.7 


93.3 


94.7 


.035" 


.098" 


54.0% 


60.8 


68.9 


67.2 


68.2 


.032" 


.101" 


57.4% 


50.6 


57.4 


55.9 


56.8 




.028" 


.105" 


62.0% 


38.4 


43.5 


42.4 


43.1 




6x6 Mesh 
No. 20 (.035") Wire 




7 Mesh .04V Wire 



♦Standard or Market Grade 



[8] 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 160 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Mesh 

Center 


Diam. 

of 
Wire 


Width 

of 
Opening 


Percent- 
age of 
Open 

Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 
Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Metal 


Center 


Inches 



m 



8'/: 



.025" 


.108" 


65.6% 


30.5 


34.6 


33.7 


34,2 


.023" 


.110" 


68.1% 


25.8 


29.2 


28.5 


28.9 


.020" 


.113" 


71.8% 


19.4 


22.0 


21.4 


21.8 


.018" 


.115" 


74.4% 


15.7 


17.8 


I? A 


17.6 


.072" 


.053" 


18.0% 


291.1 


330.0 


321.7 


326.6 


.063" 


.062" 


24.6% 


216.3 


245.2 


239.0 


242.7 


.054" 


.071" 


32.3% 


162.7 


184.4 


J 79.8 


182.5 


.047" 


.078" 


38.9% 


120.9 


137.0 


133.6 


135.6 


.041" 


.084" 


45.2% 


90.6 


102.7 


100.1 


101.7 


.035" 


.090" 


51.8% 


65.1 


73.8 


71.9 


73.0 


.032" 


.093" 


55.4% 


54.1 


61.3 


59.8 


60.7 


*028" 


.097" 


60.2% 


41.1 


46.6 


45.4 


46.1 


.025" 


.100" 


64.0% 


32.6 


37.0 


36.0 


36.6 


.023" 


.102" 


66.6% 


27.5 


31.2 


30.4 


30.9 


.020" 


.105" 


70.6% 


20.7 


23.5 


22.9 


23.2 


.018" 


.107" 


73.3% 


16.8 


19.0 


18.6 


18.8 


.017" 


.108" 


74.6% 


14.9 


16.9 


16.5 


16.7 


.072" 


.046" 


15.3% 


314.3 


356.3 


347.3 


352.6 


.063" 


.055" 


21.9% 


232.8 


263.9 


257.3 


261.2 


.054" 


.064" 


29.6% 


165.9 


188.0 


183.3 


186.1 


.047" 


.071" 


36.4% 


129.4 


146.7 


143.0 


145.2 


.041" 


.077" 


42.8% 


96.8 


109.7 


107.0 


108.6 


.035" 


.083" 


49.8% 


69.5 


78.8 


76.8 


78.0 


.032" 


.086" 


53.4% 


57.7 


65.4 


63.8 


64.7 


.028" 


.090" 


58.5% 


43.8 


49.6 


48.4 


49.1 


.025" 


.093" 


62.5% 


34.8 


39.4 


38.5 


39.0 


.023" 


.095" 


65.2% 


29.3 


33.2 


32.4 


32.9' 


.020" 


.098" 


69.4% 


22.1 


25.1 


24.4 


24.8 


.018" 


.100" 


72.3% 


17.8 


20.2 


19.7 


20.0 


.017" 


.101" 


73.7% 


15.9 


18.0 


17.6 


17.8 


.072" 


.039" 


12.3% 


338.2 


383.3 


373.7 


379.5 


.063" 


.048" 


18.7% 


249.8 


283.1 


276.1 


280.3 


.054" 


.057" 


26.3% 


177,4 


201.1 


196.0 


199.C 


.047" 


.064" 


33.2% 


138.2 


(56.6 


152.7 


1 55.1 


.041" 


.070" 


39.7% 


103.2 


117.0 


114.0 


115.8 



8x8 Mesh 
No. 18 (.047") Wire 




■■■■■■■■■■■ 



8x8 Mesh 

No. 20 (.035") Wire 



•Standard or Market Grade 



191 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Mesh 
Ornfcrr 


Diam. 

of 
Wire 


Width 
of 

Opening 


Percent- 
age of 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 
Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Metal 


Center 


Inches 



m 



10 



.035" 


.076" 


46.8% 


74.0 


83.9 


81.8 


83.0 


.032" 


.079" 


50.6% 


61.4 


69.6 


67.9 


68.9 


.028" 


.083" 


55.8% 


46.6 


52.6 


51.5 


52.3 


.025" 


.086" 


59.9% 


36.9 


41.8 


40.8 


41.4 


.023" 


.088" 


62.7% 


31. 1 


35.3 


34.4 


34.9 


.020" 


.091" 


67.1% 


23.4 


26.5 


25.9 


26.3 


.018" 


.093" 


70.1% 


18.9 


21.4 


20.9 


21.2 


.017" 


.094" 


71.6% 


16.8 


19.0 


18.6 


18.8 


.016" 


.095" 


73.1% 


14.9 


16.9 


16.5 


16.7 


.063" 


.042" 


15.9% 


267.3 


303.0 


295.4 


299.9 


.054" 


.051" 


23.5% 


189.3 


214.6 


209.2 


212.4 


.047" 


.058" 


30.4% 


1 47.1 


166.7 


162.6 


165.0 


.04 r 


.064" 


37.0% 


109.7 


124.3 


121.2 


123.1 


.035" 


.070" 


44.2% 


78.5 


89.0 


86.8 


88.1 


.032" 


.073" 


48.1% 


65.1 


73.8 


71.9 


73.0 


.028" 


.077" 


53.5% 


49.3 


55.9 


54.5 


55.3 


.025" 


.080" 


57.8% 


39.1 


44.3 


43.2 


43.9 


.023" 


.082" 


60.7% 


32.9 


37.3 


36.4 


36.9 


.020" 


.085" 


65.2% 


24.8 


28.1 


27.4 


27.8 


.018" 


.087" 


68.3% 


20.0 


22.7 


22.1 


22.4 


.017" 


.088" 


69.9% 


17.8 


20.2 


19.7 


20.0 


.016" 


.089" 


71.5% 


15.7 


17.8 


17.4 


17.4 


.063" 


.037" 


13.7% 


285.4 


323.5 


315.4 


320.2 


.054" 


.046" 


21.2% 


201.5 


228.4 


222.7 


226.1 


.047" 


.053" 


28.1% 


148.4 


168.2 


164.0 


166.5 


.041" 


.059" 


34.8% 


1163 


1 3 1.8 


128.5 


130.5 


.035" 


.065" 


42.3% 


83.1 


94.2 


91.8 


93.2 


.032" 


.068" 


46.2% 


68.8 


78.0 


76.0 


77.2 


.028" 


.072" 


51.8% 


52.1 


59.1 


57.6 


58.5 


*.025 rt 


.075" 


56.3% 


41.2 


46.7 


45.5 


46.2 


.023" 


.077" 


59.3% 


34.7 


39.3 


38.3 


38.9 


.020" 


.080" 


64.0% 


26.1 


29.6 


28.8 


29.3 


.018" 


.082" 


67.2% 


21.1 


23.9 


23.3 


23.7 


.017" 


.083" 


68.9% 


18.8 


21.3 


20.8 


21.1 


.016" 


.084" 


70.6% 


16.6 


18.8 


18.3 


18.6 


.015" 


.085" 


72.3% 


14.6 


16.5 


16.1 


16.4 




9x9 MESH 

No. 18 W. & M.— .0475* 
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10x10 Mesh 
No. 18 (.047") Wire 



•Standard or Market Grade 



[10] 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subjoct to Commercial Tolerances 



Mesh 
Center 


Diam. 

of 
Wire 


Width 

of 
Opening 


Percent- 
age of 
Open 

Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 
Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Metal 


Center 


Inches 



12 



13 



.054" 


.037" 


16.6% 


226.9 


257.2 


250.7 


254.5 


.047" 


.044" 


23.4% 


166.3 


188.5 


183.8 


186.6 


.041" 


.050" 


30.3% 


123.3 


139.8 


1363 


1383 


•035" 


.056" 


37.9% 


92.4 


104.7 


102.1 


103.7 


.032" 


.059" 


42.1% 


76.4 


66.6 


84.4 


85.7 


.028" 


.063" 


48.0% 


57.8 


65.5 


63.9 


64.9 


.025" 


.066" 


52.7% 


45.6 


51.7 


50.4 


SI.2 


.023" 


.068" 


56.0% 


38.4 


43.5 


42.4 


43.1 


.020" 


.071" 


61.0% 


28.8 


32.6 


31.8 


32.3 


.018" 


.073" 


64.5% 


23.3 


26.4 


25.7 


26.1 


.017" 


.074" 


663% 


20.7 


23.5 


22.9 


23.2 


.016" 


.075" 


68.1% 


183 


20.7 


20.2 


20.5 


.015" 


.076" 


69.9% 


16.1 


18.2 


17.3 


18.1 


.047" 


.036" 


18.7% 


185.1 


209.8 


204.6 


207.7 


.041" 


.042" 


25.4% 


136.7 


154.9 


151. 1 


153.4 


.035" 


.048" 


33.2% 


102.1 


II 5.7 


1 12.8 


114.6 


.032" 


.051" 


375% 


843 


95.6 


93.2 


94.6 


.028" 


.055" 


43.6% 


63.5 


72.0 


70.2 


71.2 


.025" 


.058" 


48.4% 


50.1 


56.8 


55.4 


56.2 


♦023" 


.060" 


51.8% 


42.2 


47.8 


46.6 


473 


.020" 


.063" 


57.2% 


31.6 


35.8 


34.9 


35.5 


.018" 


.065" 


60.8% 


25.5 


28.9 


28.2 


28.6 


.017" 


.066" 


62.7% 


22.7 


25.7 


25.1 


25.5 


.016" 


.067" 


64.5% 


20.0 


22.7 


22.1 


22.4 


.015" 


.068" 


66.6% 


17.6 


19.9 


19.4 


19.7 


.014" 


.069" 


68.6% 


153 


17.3 


16.9 


17.2 


.041" 


.036" 


21.9% 


150.6 


170.7 


166.4 


169.0 


.035" 


.042" 


29.8% 


106.4 


120.6 


117.6 


1 19.4 


.032" 


.045" 


34.2% 


923 


104.6 


102.0 


103.6 


.028" 


.049" 


40.6% 


69.4 


78.7 


76.7 


77.9 


.025" 


.052" 


45.7% 


54.7 


62.0 


60.4 


61.4 


.023" 


.054" 


49.3% 


45.9 


52.0 


50.7 


51.5 


.020" 


.057" 


54.9% 


34.4 


39.0 


38.0 


38.6 


.018" 


.059" 


58.8% 


27.7 


31.4 


30.6 


31.1 




12x12 Mesh 
No. 21 (.032") Wire 




12x12 Mesh 
No. 24 (.023") Wire 



.017" .060" 60.8% 24.6 27.9 27.2 27.6 



•Standard or Market Grade 



cm 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Mesh 
Center 


Diam. 

of 
Wire 


Width 

of 
Opening 


Percent- 
age of 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 
Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Metal 


Center 


Inches 


13 .016" 


.061" 


62.9% 


21.8 


24.7 


24.1 


24.5 


.015" 


.062" 


65.0% 


19.1 


21.6 


21.1 


21.4 


,014" 


.063" 


67.1% 


16.6 


18.8 


18.3 


18.6 


14 .041" 


.030" 


17.6% 


165.0 


187.0 


182.3 


185.1 


.035" 


.036" 


25.4% 


116.1 


131.6 


128.3 


130.3 


.032" 


.039" 


29.8% 


100.5 


113.9 


III.! 


112.8 


.028" 


.043" 


36.2% 


75.5 


85.6 


83.4 


84.7 


.025" 


.046" 


41.5% 


59.3 


67.2 


65.5 


66.5 


.023" 


.048" 


45.2% 


49.8 


56.4 


55.0 


55.9 


*.020" 


.051" 


51.0% 


37.2 


42.2 


41.1 


41.7 


.018" 


.053" 


55.1% 


29.9 


33.9 


33.0 


33.5 


.017" 


.054" 


57.2% 


26.6 


30.2 


29.4 


29.8 


.016" 


.055" 


59.3% 


23.5 


26.6 


26.0 


26.4 


.015" 


.056" 


61.5% 


20.6 


23.4 


22.8 


23.1 


.014" 


.057" 


63.7% 


17.9 


20.3 


19.8 


20.1 


.0135" 


.0575" 


64.8% 


16.6 


18.8 


18.3 


18.6 


.013" 


.058" 


65.9% 


15.4 


17.5 


17.0 


17.3 


.012" 


.059" 


68.2% 


13.1 


14.8 


14.5 


14.7 


.011" 


.060" 


70.6% 


11.0 


12.5 


12.2 


12.3 


.010" 


.061" 


72.9% 


9.0 


10.2 


9.9 


10.1 


15 .041" 


.026" 


IS.2% 


180.0 


204.0 


198.9 


202.0 


.035" 


.032" 


23.0% 


126.2 


143.0 


139.5 


141.6 


.032" 


.035" 


27.6% 


103.6 


11 7.4 


114.5 


116.2 


.028" 


.039" 


34.2% 


77.6 


88.0 


85.8 


87.1 


,025" 


.042" 


39.7% 


64.1 


72.7 


70.8 


71.9 


.023" 


.044" 


43.6% 


53,7 


60.9 


59.3 


60.3 


.020" 


.047" 


49.7% 


40.1 


45.5 


44.3 


45.0 


.018" 


.049" 


54.0% 


32.2 


36.5 


35.6 


36.1 


.017" 


.050" 


56.3% 


28.6 


32.4 


31.6 


32.1 


.016" 


.051" 


58.5% 


25.3 


28.7 


28.0 


28.4 


.015" 


.052" 


60.8% 


22.1 


25.1 


24.4 


24.8 


.014" 


.053" 


63.2% 


19.2 


21.8 


21.2 


21.5 




.0135" 


.0535" 


64.4% 


17.9 


20.3 


19.8 


20.1 




14x14 Mesh 
No. 22 (.028") Wire 







ttttttt 


























wUi 



14x14 Mesh 
No. 26 (.018") Wire 



♦Standard or Market Grade 



[12] 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerance* 



Mesh 
Center 

to 
Center 



Diam. 

of 
Wire 



Width 

of 
Opening 



Inches 



Percent- 
age of 
Open 

Area 



Standard Weights in Pounds 
per 100 Sq. Ft. 



Plain 
Steel 



Pure 
Copper 



80/20 
Brass 



Mone! 
Metal 



15 .013" 


.054" 


65.6% 


16.5 


18.7 


18.2 


18.5 


.012" 


.055" 


68.1% 


14.1 


16.0 


15.6 


15.8 


.011" 


.056" 


70.6% 


11.8 


13.4 


13.0 


13.2 


.010" 


.057" 


73.1% 


9.7 


1 1.0 


10.7 


10.9 


16 .041" 


.022" 


n.8% 


195.6 


221.7 


216.2 


219.5 


.035" 


.028" 


19.4% 


136.6 


154.8 


151.0 


153.3 


.032" 


.031" 


23.8% 


II 1.9 


126.8 


123.7 


125.6 


.028" 


.035" 


30.5% 


83.6 


?4.8 


92.4 


93.8 


.025" 


.038" 


36.0% 


68.9 


78.1 


76.1 


77.3 


.023" 


.040" 


39.9% 


57.7 


65.4 


63.8 


64.7 


.020" 


.043" 


46.2% 


43.0 


48.7 


47.5 


48.2 


*.0I8" 


.045" 


50.7% 


34.5 


39.1 


38.1 


38.7 


.017" 


.046" 


53.0% 


30.7 


34.8 


33.9 


34.4 


.016" 


.047" 


55.4% 


27.1 


30.7 


29.9 


30.4 


.015" 


.048" 


57.8% 


23.7 


26.9 


26.2 


26.6 


.0(4" 


.049" 


60.2% 


20.6 


23.4 


22.8 


23.1 


.0135" 


.050" 


61.5% 


19.1 


21.7 


21.1 


21.4 


.013" 


.050" 


62.7% 


17.7 


20. t 


19.6 


19.9 


.012" 


.051" 


65.3% 


15.0 


17.0 


16.6 


16.8 


.011" 


.052" 


67.9% 


12.6 


14.3 


13.9 


14.1 


.010" 


.053" 


70.6% 


10.4 


11.8 


11.5 


11.7 


.0095" 


.053" 


71.9% 


9.4 


10.7 


10.4 


10.5 


18 .035" 


.021" 


13.7% 


158.4 


179.5 


175.0 


177.7 


.032" 


.024" 


18.0% 


129.4 


146.7 


143.0 


145.2 


.028" 


.028" 


24.7% 


96.1 


108.9 


106.2 


107.8 


.025" 


.031" 


30.3% 


75.0 


85.0 


82.9 


84.2 


.023" 


.033" 


34.4% 


66.0 


74.8 


72.9 


74.1 


.020" 


.036" 


41.1% 


49.0 


55.5 


54.1 


55.0 


.018" 


.038" 


45.8% 


39.2 


44.4 


43.3 


44.0 


*0!7" 


.039" 


48.3% 


34.8 


39.4 


38.5 


39.0 


.016" 


.040" 


50.8% 


30.7 


34.8 


33.9 


34.4 


.015" 


.041" 


53.4% 


26.6 


30.4 


29.6 


30.1 


.014" 


.042" 


56.1% 


23.3 


26.4 


25.8 


26.1 


.0135" 


.042" 


57.4% 


21.6 


24.5 


23.9 


24.2 


.013" 


.043" 


58.8% 


20.0 


22.7 


22.1 


22.4 




16 x 16 Mesh 
No. 24 (.023") Wire 



: 



■■■«■■*■ *r^ - 
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18x18 Mesh 
No. 25 (.020") Wire 



•Standard or Market Grade 



[13] 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 1 00 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Mesh 

Center 


Diam. 

of 
Wire 


Width 

of 
Opening 


Percent- 
Age of 
Open 

Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 

Steel 


Pure 

Copper 


80/20 
Brass 


Monel 

Metal 


Center 


Inches 



18 



20 



22 



.012" 


.044" 


61.6% 


17.0 


(9.3 


18.8 


19.1 


.on" 


.045" 


64.4% 


14.2 


16.1 


15.7 


15.9 


.010" 


.046" 


67.4% 


11.7 


13.3 


12.9 


13.1 


.0095" 


.046" 


68.9% 


10.5 


11.9 


11.6 


11.8 


.009" 


.047" 


70.4% 


9.5 


10.8 


10.5 


(0.7 


.032" 


.018" 


I3J>% 


147.9 


167.6 


163.4 


165.9 


.028" 


.022" 


IM% 


109.3 


123.9 


120.8 


122.6 


.025" 


.025" 


na% 


85.0 


96.3 


93.9 


95.4 


.023" 


.027" 


29.2% 


70.8 


80.3 


78.2 


79.4 


.020" 


.030" 


36.0% 


55.2 


62.6 


61.0 


61.9 


.018" 


.032" 


41.0% 


44.1 


50.0 


48.7 


49.5 


.017" 


.033" 


43.6% 


39.1 


44.3 


43.2 


43.9 


•016" 


.034" 


46.2% 


34.4 


39.0 


38.0 


38.6 


.015" 


.035" 


49.0% 


30.1 


34.1 


33.3 


33.8 


.014" 


.036" 


51.8% 


26.1 


29.6 


28.8 


29.3 


.0135" 


.037" 


53.3% 


24.2 


27.4 


26.7 


27.2 


.013" 


.037" 


54.8% 


22.4 


25.4 


24.8 


25.1 


.012" 


.038" 


57.0% 


19.0 


21.5 


21.0 


21.3 


.011" 


.039" 


60.8% 


15.9 


18.0 


17.6 


17.8 


.010" 


.040" 


64.0% 


13.1 


14.8 


14.5 


14.7 


.0095" 


.041" 


65.6% 


11.8 


13.4 


13.0 


13.2 


.009" 


.041" 


67.2% 


10.5 


1 1.9 


11.6 


(1.8 


.028" 


.018" 


14.8% 


123.2 


139.6 


136.1 


1381 


.025" 


.021" 


20.3% 


95.4 


108.1 


105.4 


107.0 


.023" 


.023" 


24.5% 


79.3 


89.9 


87.6 


89.0 


.020" 


.026" 


31-5% 


58.5 


663 


64.6 


65.6 


.018" 


.028" 


36.6% 


49.1 


55.7 


54.3 


55.1 


.017" 


.029" 


39.3% 


43.5 


49.3 


48.1 


48.8 


.016" 


.030" 


42.1% 


38.2 


43.3 


42.2 


42.9 


.015" 


.031" 


45.0% 


33.4 


37.9 


36.9 


37.5 


.014" 


.032" 


48.0% 


28.9 


32.8 


31.9 


32.4 


.0(35" 


.032" 


49.6% 


26.8 


30.4 


29.6 


30.1 


.013" 


.033" 


51.1% 


24.8 


28.1 


27,4 


27.8 


.0(2" 


.034" 


54.3% 


21.0 


23.8 


23.2 


23.6 


.011" 


.035" 


57.6% 


17.5 


19.8 


19.3 


19.6 
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20x20 Mesh 
No. 28 (.016") Wire 







:;n«a^nnnr.?:siUKs?:? 



Ml.t.l.l. 



22x22 Mesh 
No. 29 (.015') Wire 



•Standard or Market Grade 



[14] 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Mesh 

Center 


Diam. 

of 
Wire 


Width 

of 
Opening 


Percent- 
age of 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Piain 
Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Metal 


Center 


Inches 


22 .010" 


.036" 


61.0% 


14.4 


16.3 


15.9 


16.2 


.0095" 


.036" 


62.7% 


13.0 


14.7 


144 


14.6 


.009" 


.037" 


64.5% 


1 1.6 


13.) 


12.8 


13.0 


24 .025" 


.017" 


16.1% 


106.4 


120.6 


117.6 


119.4 


.023" 


.019" 


20.1% 


88.2 


100.0 


97.5 


99.0 


.020" 


.022" 


27.1% 


64.8 


73.5 


71.6 


72.7 


.018" 


.024" 


32.4% 


51.5 


58.4 


56.9 


57.8 


.017" 


.025" 


35.1% 


48.0 


54.4 


53.0 


53.9 


.016" 


.026" 


38.0% 


42.1 


47.7 


46.5 


47.2 


.015" 


.027" 


41.1% 


36.7 


41.6 


40.6 


41.2 


*.0I4" 


.028" 


44.2% 


31.8 


36.0 


35.1 


35.7 


.0135" 


.028" 


45.8% 


29.4 


33.3 


32.5 


33.0 


.013" 


.029" 


47.4% 


27.2 


30.8 


30.1 


30.5 


.012" 


.030" 


50.8% 


23.0 


26.1 


25.4 


25.8 


.011" 


.031" 


54.3% 


19.2 


21.8 


21.2 


21.5 


.010" 


.032" 


57.9% 


15.8 


17.9 


17.5 


17.7 


.0095" 


.032" 


59.7% 


142 


16.1 


15.7 


15.9 


.009" 


.033" 


61.6% 


12.7 


14.4 


14.0 


14.2 


.0085" 


.033" 


63.5% 


11.3 


12.8 


12.5 


12.7 


.008" 


.034" 


65.4% 


10.0 


11.3 


11.1 


11.2 


.0075" 


.034" 


67.4% 


8.8 


10.0 


9.7 


9.9 


26 .020" 


.019" 


23.1% 


71.3 


80.8 


78.8 


80.0 


.018" 


.201" 


28.4% 


56.6 


64.2 


62.5 


63.5 


.017" 


.022" 


31.2% 


52.6 


59.6 


58.1 


59.0 


.016" 


.023" 


34.2% 


46.1 


52.3 


50.9 


51.7 


.015" 


.024" 


37.3% 


40.2 


45.6 


44.4 


45.1 


.014" 


.025" 


40.6% 


34.7 


39.3 


38.3 


38.9 


.0135" 


.025" 


42.3% 


32.1 


36.4 


35.5 


36.0 


.013" 


.026" 


44.0% 


29.7 


33.7 


32.8 


33.3 


.012" 


.027" 


47.5% 


25.1 


28.5 


27.7 


28.2 


.Oil" 


.028" 


51.1% 


20.9 


23.7 


23.1 


23.4 




.010" 


.029" 


54.9% 


17.2 


19.5 


19.0 


19.3 




24x24 Mesh 
No. 28 (.016") Wire 




26 z 26 MESH 

No. 33 W. &M.— .0118" 



♦Standard or Market Grade 



[15] 



SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerance* 



Mesh 

Center 


Diam. 

of 
Wire 


Width 
of 

Opening 


Percent- 
age of 
Open 

Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 

Steel 


Pure 
Copper 


80/20 
Brass 


Monei 

Metal 


Center 


Inches 



26 .0095" .029" 56.9% 15.5 17.6 17.1 17.4 

.009" .030" 58.8% 13.8 15.6 15.3 15.5 

.0085" .030" 60.8% 12.3 13.9 13.6 13.8 

.008" .031" 62.9% 10.9 12.4 12.0 12.2 

.0075" .031" 65.0% 9.5 10.8 10.5 10.7 



28 



30 



.018" 

.017" 

.016" 

.015" 

.014" 

.0135" 

.013" 

.012" 

.011" 

.010" 

.0095" 

.009" 

.0085" 

.008" 

.0075" 



.018" 
.019" 
.020" 
.021" 
.022" 
.022" 
.023" 
.024" 
.025" 
.026" 
.026" 
.027" 
.027" 
.028" 
.028" 



.0)7" .016" 

.016" .017" 

.015" .018" 

.014" .019" 

.0135" .020" 

.013" .020" 

♦.012" .021" 

.011" .022" 

.010 1 ' .023" 

•0095" .024" 

.009" 024" 

.0085" .025" 

.008" .025" 

£075" .026" 



24.6% 
27.4% 
30.4% 
33.6% 
36.9% 
38.6% 
40.4% 
44.0% 
47.8% 
51.8% 
53.8% 
55.9% 
58.0% 
60.2% 
62.3% 



23, 
26. 
30, 
33. 
35. 
37. 
40. 
44. 
48. 
51. 
53. 
55. 
57. 
59. 



■9% 
% 
5% 
3% 
1% 
*% 
8% 
f% 
0% 
1% 
4% 
6% 
9% 



61.8 
54.5 
50.3 
43.7 
37.7 
34.9 
32.2 
27.2 
22.7 
18.6 
16.7 
15.0 
13.3 
(1.8 
10.3 

59.2 
51.8 
47.4 
40.8 
37.8 
34.8 
29.4 
24.5 
20.0 
18.0 
16.1 
14.3 
12.6 
II. I 



70.1 
61.8 
57.0 
49.5 
42.7 
39.6 
36.5 
30.8 
25.7 
21.1 
18.9 
17.0 
15.1 
13.4 
11.7 

67.1 
58.7 
53.7 
46.2 
42.8 
39.4 
33.3 
27.8 
22.7 
20.4 
18.3 
16.2 
14.3 
12.6 



68.3 
60.2 
55.6 
48.3 
41.7 
38.6 
35.6 
30.1 
25.1 
20.6 
18.5 
16.6 
14.7 
13.0 
1 1.4 



693 
41.1 

56.4 
49.0 
42.3 
39.2 
36.1 
30.5 
25.5 
20.9 
18.7 
16.8 
14.9 
13.2 
11.6 



65.4 


66.4 


57.2 


58.1 


52.4 


53.2 


45.1 


45.8 


41.8 


42.4 


38.5 


39.0 


32.5 


33.0 


27.1 


27.5 


22.1 


22.4 


19.9 


20.2 


17.8 


18.1 


15.8 


16.0 


13.9 


14.1 


12.3 


12.5 




28 x 28 MESH 

No. 34 W. &M.— .0104' 




30x30 Mesh 
No. 34 C010") Wire 



♦Standard or Market Grade 
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SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerancet 



Mesh 
Center 


Diam. 

of 
Wire 


Width 

of 

Opening 


Percent- 
age of 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 




to 


Plain 
Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Metal 




Center 


Inches 




32 


.01 6" 


.015" 


24.0% 


56.0 


63.5 


61.9 


62.8 






.015" 


.016" 


27.2% 


48.6 


55.1 


53.7 


54.5 






.014" 


.017" 


30.6% 


44.0 


49.9 


48.6 


49.4 






.0135" 
.013" 


.018" 
.018" 


32.4% 
34.3% 


40.7 
37.5 


46.1 
42.5 


45.0 
41.4 


45.7 
42.1 












.Oi 2" 
.011° 
.010" 


.019" 
.020" 
.021" 


31.0% 
42.2% 
46.5% 


31.6 


35.8 


34.9 


35.5 








26.3 

21.5 


29.8 
24.4 


29.1 
23.8 


29.5 
24.1 








.0095" 


.022" 


48.7% 


19.3 


21.9 


21.3 


21.7 








.009" 


.022" 


50.9% 


17.3 


19.6 


19.1 


19.4 








.0085" 


.023" 


53.2% 


15.3 


17.3 


16.9 


17.2 








.008" 
.0075" 


.023" 
.024" 


55.6% 
58.0% 


13.5 
11.8 


15.3 
13.4 


14.9 

13.0 


15.1 
13.2 












.007" 


.024" 


60.5% 


10.3 


11.7 


11.4 


11.6 


32 x 32 MESH 

No. 30 W. &M.— .014" 


35 


.016" 


.013" 


19.4% 


62.4 


70.7 


69.0 


70.0 






.015" 


.014" 


22.7% 


54.1 


61.3 


59.8 


60.7 






.014" 


.015" 


26.1% 


46.5 


52.7 


51.4 


52.2 






.0,35" 


.015" 


27.9% 


45.2 


51.2 


50.0 


50.7 






.013" 


.016" 


29.8% 


41.6 


47.2 


46.0 


46.7 






.012" 


.017" 


33.8% 


35.0 


39.7 


38.7 


39.3 






.011" 


.018" 


37.9% 


29.0 


32.9 


32.0 


32.5 






.010" 


.019" 


42.4% 


23.7 


26.9 


26.2 


26.6 






.0095" 


.019" 


44.7% 


21.3 


24.1 


23.5 


23.9 








.009" 

.0085" 

.008" 

.0075" 

.007" 

.014" 
.0135" 
.013" 
.012" 


.020" 
.020" 
.021" 
.021" 
.022" 

.012" 
.013" 
.013" 
.014" 


47.1% 
49.5% 
52.0% 
54.5% 
57.2% 

21.8% 
23.7% 
25.5% 
29.5% 


19.0 
16.9 
14.9 
13.0 
11.3 

51.3 
47.3 
43.6 
38.5 


21.5 
19.2 
16.9 
14.7 
12.8 

58.1 
53.6 
49.4 
43.6 


21.0 
18.7 
16.5 
14.4 
12.5 

56.7 
52.3 
48.2 
42.5 


21.3 
19.0 
16.7 
14.6 
12.7 

57.6 
53.1 
48.9 
43.2 






















ililiMl 


38 


35 x 

No. 33 W 


35 MESH 

r . &M.— .0118' 




.OH" 


.015" 


33.8% 


31.9 


36.2 


35.3 


35.8 






.010" 


.016" 


38.4% 


26.0 


29.5 


28.7 


29.2 






.0095" 


.017" 


40.8% 


23.3 


26.4 


25.7 


26.1 





•Standard or Market Grade 
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SQUARE MESH WIRE CLOTH 

Standard Weights In Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Mesh 

Center 


Diam. 

of 
Wire 


Width 

of 
Openin.-: 


Percent- 
age of 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 




to 


Plain 
Steel 


Pure 1 
Copper ] 


80/20 
Brass 


Monel 
Metal 




Center 


Inches 




38 


.009" 


.017" 


43.2% 


20.8 


23.6 


23.0 


23.3 






.0085" 


.018" 


45.8% 


18.5 


21.0 


20.4 


20.8 






.008" 


.018" 


48.4% 


16.3 


18.5 


18.0 


18.3 






.0075" 


.oir 


51.0% 


14.2 


16.1 


15.7 


15.9 






.007" 

.0135" 
.013" 
.012" 
.011" 
UNO" 
.0095" 


.019" 

.012" 
.012" 
.013" 
.014" 
.015" 
.016" 


53.8% 

21.2% 
23.0% 
27.0% 
31.4% 
36.0% 
38.4% 
41.0% 
43.6% 
46.2% 


12.3 

53.0 
48.8 
40.9 
33.8 
27.6 
24.7 


13.9 

60. ( 
55.3 
46.4 
38.3 
31.3 
28.0 


13.6 

58.6 
53.9 
45.2 
37.4 
30.5 
27.3 


13.8 

59.5 
54.8 
45.9 
37.9 
31.0 
27.7 








40 

i 










.009" 

.0085" 

.008" 


.016" 
.017" 
.017" 


22.0 
19.5 
17.2 


24.9 
22.1 
19.5 


24.3 

21.5 
19.0 


24.7 
21.9 
19.3 










.0075" 
.007" 


.018" 
.018" 


49.0% 
51.8% 


15.0 
13.0 


17.0 
14.7 


16.6 
14.4 


16.8 
14.6 


40 Mesh 
No. 34 (.010") Wire 


42 


.0135" 


.010" 


18.7% 


53.5 


60.6 


59.1 


60.0 






.013" 


.011" 


20.6% 


51.8 


58.7 


57.2 


58.1 






.012" 


.012" 


?*.6% 


43.4 


49.2 


48.0 


48.7 






.011" 


.013" 


28.9% 


35.8 


40.6 


39.6 


40.2 






.010" 
.0095" 


.014" 

.014" 


33.6% 
36.1% 


29.2 
26.1 


33.1 
29.6 


32.3 
28.8 


32.8 
29.3 












.009" 


.015" 


38.6% 


23.3 


26.4 


25.7 


26.1 




45 


.013" 


.009" 


17.1% 


53.6 


60.8 


59.2 


60.1 






.012" 


.010" 


21.1% 


44.8 


50.8 


49.5 


503 






.011" 


.011" 


25.4% 


36.9 


41.8 


40.8 


41.4 






.010" 


.012" 


30.1% 


31.6 


35.8 


34.9 


35.5 






.0095" 


.013" 


32.7% 


28.3 


32.1 


31.3 


31.8 






.009" 


.013" 


35.3% 


25.2 


28.6 


27.8 


28.3 






.0085" 


.014" 


38.0% 


22.3 


25.3 


24.6 


25.0 






.008" 


.014" 


40.8% 


19.6 


22.2 


21.7 


22.0 






.0075" 


.015" 


43.8% 


17.1 


19.4 


18.9 


19.2 


50 Mesh 
No. 35 (.0095") Wire 



^Standard or Market Grade 
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SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 1 00 Square Feet 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerance* 



Mesh 

Oarer 


Ditni. 

of 
Wire 


Width 

of 
Opening 


Percent- 
age of 
Open 
Area 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 

Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Metal 


Center 


Inches 



50 



55 



60 



65 



.012" 


.008" 
.009" 


16.0% 

20.3% 


51.1 
42.0 


57.9 
47.6 


56.5 
46.4 


57.3 I 
47,1 










.011" 






.010" 


.010" 


25.0% 


34.0 


38.5 


37.6 


38.1 








.0095" 


.011" 


27.6% 


32.0 


36.3 


35.4 


35.9 








•009" 


.011" 


30.3% 


28.4 


32.2 


31.4 


31.9 


.-::.::::_'.■'■' 




.0085" 


.012" 


33.1% 


25.1 


28.5 


27.7 


28.2 






.008" 


.012" 


36.0% 


22.1 


25.1 


24.4 


24.8 






.0075" 


.013" 
.007" 


39.1% 

15,7% 


19.2 
47.3 


21.8 
53.6 


21.2 
52.3 


21.5 
53.1 
















.011" 






.010" 
.0095" 


.008" 
.009" 


203% 
22.9% 


38.2 
34.0 


43.3 
38.5 


42.2 
37.6 


42.8 

"SO 1 








38.1 i ■ 




.009" 


.009" 


25.6% 


30.2 


34.2 


33.4 


33.9 


60 Mesh 


.0085" 


.010" 


28.5% 


28.1 


31.9 


31.1 


31.5 No. 


39 (.0075") Wire 


.008" 


.010" 


31.5% 


24.6 


27.9 


27.2 


27.6 




.0075" 


.OH" 


34.6% 


21.4 


24.3 


23.6 


24.0 




.007" 


.011" 


37.9% 


18.5 


21.0 


20.4 


20.8 




.011" 


.006" 


M.7% 


52.9 


60.0 


58.5 


59.4 ^_ 




.010" 


.007" 


16.2% 


42.6 


48.3 


47.1 


47.8 1 




.0095" 


.007" 


18.7% 


37.9 


43.0 


41.9 


42.5 1 




.009" 


.008" 


21.3% 


33.5 


38.0 


37.0 


37.6 E 




.0085" 


.008" 


24.2% 


29.6 


33.6 


32.7 


33.2 1 




.008" 


.009" 


27.2% 


27.3 


30.9 


30.2 


30.6 1 




*0075" 


.009" 


30.5% 


23.7 


26.9 


26.2 


26.6 1 




.007" 


.010" 


33.9% 


20.4 


23.1 


22.5 


22.9 I 




.0065" 


.010" 


37.5% 


17.4 


19.7 


19.2 


19.5 1 




.006" 


.011" 


41.2% 


14.7 


16.7 


16.2 


16.5 1 




.0075" 


.008" 
.008" 
.009" 


26,4% 
29.*% 
33.5% 


26.0 
22.4 
19.1 


29.5 
25.4 
21.6 


28.7 
24.8 
21.1 


29.2 
25.1 
21.4 






.007" 
.0065" 


No. 


80 Mesh 
45 (.0055") Wire 



♦Standard or Market Grade 
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SQUARE MESH WIRE CLOTH 

Standard Weights in Pounds per 100 Square Feet 
WIRE SIZES AND OPEN AREAS 

Sublet to Commercial Tolarancat 



Mesh 

Centex 


Diam. 

of 
Wire 


Width 

of 

Opening 


At 


Standard Weights in Pounds 
per 100 Sq. Ft. 


to 


Plain 
Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Meal 


Center 


Inches 



70 



90 



100 



.009" .005" 
.0085" .006" 



.008" 
.0075 
.007" 
♦.0065" .008' 
.006" .008 



.006" 
.007" 
.007" 



75 .007" .006" 
.0065" .007" 
.006" .007" 



13.8% 

16.5% 
19.4% 
22.7% 

26.1% 
29.8% 
33.8% 

22.3% 
26.0% 
30.0% 



40.7 
35.8 
31.3 
27.1 
23.3 
20.8 
17.5 

25.3 
22.6 
19.0 



80 .0075" .005" 16.0% 31.9 



.007" .006" 

.0065" .006" 

.006" .007" 

♦.0055" .007" 

.005" .008" 

.006" .005" 

.0055" .006" 

♦.005" .006" 

.005" .005" 

♦.0045" .006" 

.004" .006" 

.0035" .007" 

.003" .007" 



"9.4% 
23.0% 
27.0% 
31.4% 
36.0% 

21.1% 

25.4% 

30.1% 



27.4 
23.2 
20.4 
16.9 
13.8 

22.4 
18.4 
15.8 



25.0% 17.0 
30.3% 14.2 
36.0% 11.0 



42.3% 
49.0% 



8.3 
6.0 



46,1 
40.6 
35.5 
30.7 
26.4 
23.6 
19.6 

28.7 
25.6 
21.5 

36.2 
31.1 
26.3 
23.1 
19.2 
15.6 

25.4 
20.9 
17.9 

19.3 
16.1 

12.5 
9.4 
6.8 



45.0 
39.6 
34.6 
29.9 
25.7 
23.0 
19.3 



28.0 28.4 
25.0 25.4 
21.0 21.3 



35.3 
30.3 
25.6 
22.5 
18.7 
15.3 



18.8 
15.7 
12.2 
9.2 
6.6 




35.8 



30.7 
26.0 
22.9 
19.0 
15.5 



24.8 25.1 
20.3 20.6 
17.5 17.7 



19.1 
15.9 
123 
93 
6.7 



90 Mesh 
No. 47 (.005") Wire 




120 .0035" .005" 33.2% 10.2 11.6 11.3 1 1.4 



100 Mesh 
(.0045") Wire 



•Standard or Markat Grada 
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SQUARE MESH WIRE CLOTH 

EXTRA FINE PHOSPHOR BRONZE, MONEL, NICKEL 

AND STAINLESS STEEL 

WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Mesh 

Center 

to 


Diameter 
of Wire 


Width 
of Opening 


Weight 

per 

100 Sq. Ft. 


Percentage 

of Open 

Area 


Center 


Inches 



100 
110 
120 
130 
140 
150 
160 
170 
180 
200 



.0045 
.0040 
.0037 
.0034 
.0029 
.0026 
.0025 
.0024 
.0023 
.0021 





PLAIN WEAVE 




.0055 


16.2 


30.3% 


.0051 


13.9 


31.4% 


.0046 


13.0 


30.7% 


.0043 


11.9 


31.1% 


.0042 


93 


34.9% 


.0041 


8.0 


37.4% 


.0038 


7.9 


36.4% 


.0035 


7.7 


35.1% 


.0033 


7£ 


34.7% 


.0029 


7.0 


33.6% 



LU 

a 



o 



TWILLED 



M0 


.0045 


.0046 


17.2 


25.6% 


1— 


120 


.004 


.0043 


14.8 


26.8% 


3 

CO 
IS) 


130 


.0038 


.0039 


14.5 


25.6% 


140 


.0033 


.0038 


11.8 


28.6% 


150 


.0030 


.0037 


IM 


30.4% 


160 


.0028 


.0035 


9.6 


30.8% 




170 
180 


.0026 
.0025 


.0033 
.0031 


8.8 
8.6 


31.2% 
30.6% 


CO 
LU 

u 


200 


.0023 


.0027 


8.1 


29.1% 




230 


.0018 


.00255 


5.8 


34.3% 


at 

CL 


250 


.0016 


.0024 


4.9 


36.0% 




270 


.0016 


.0021 


5.3 


32.2% 




300 


.0015 


.0018 


U 


29.7% 




325 


.0014 


,0017 


4.9 


30.0% 




400 


.0010 


.0015 


3.7 


36.0% 
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SQUARE OPENING SPACE CLOTH 

Standard Weights in Pounds per Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Space or 

Clear 
Opening 



Diameter 

of 

Wire 



Percent- 
age of 
Open 
Area 



Pounds per Square Foot 



Plain 
Steel 



Pure 
Copper 



80/20 
Brass 



Monel 
Metal 



4 » |« 


64.0% 


13.06 


14.80 


14.43 


14.65 




3/4" 


70.9% 


7.68 


8.71 


8.49 


8.62 




n/16" 


72.8% 


6.53 


7.40 


7.22 


733 




5/8" 


74.8% 


5.46 


6.19 


6.03 


6.13 


t— 


9/14" 


76.9% 


4.47 


5.07 


4.94 


5.02 


to 

UJ 

o 


1/2" 


79.0% 


3.58 


4.06 


3.96 


4.02 


7/16" 


GI.T/. 


2.77 


3.14 


3.06 


3.11 


3/8" 


83.6% 


2.07 


2.35 


2.29 


2.32 


5/16" 


86.0% 


1.45 


1.64 


1.60 


1.63 


LU 


.283" 


87.2% 


1.20 


1.36 


1.33 


1.35 


ck 


.263" 


88.0% 


1.04 


1.18 


1.15 


1.17 




.250" 


88.6% 


.94 


1.07 


1.04 


1.05 


Z 

o 


3-3/4" r 


62.3% 


13.77 


15.61 


15.22 


15.45 


3/4 H 


A9.4% 


8.11 


9.19 


8.96 


9.10 


3 


11/16" 


71.4% 


6.90 


7.82 


7.63 


7.74 




5/8" 


735% 


5.77 


6.54 


6.38 


6.47 


Q 


9/16" 


75.7% 


4.74 


5.37 


5.24 


532 


LU 


i/r 


77.9% 


3.79 


4.30 


4.19 


4.25 


1— 


7/16" 


80.2% 


2.94 


3.33 


3.25 


3.30 


r— 


3/8" 


82.6% 


2.19 


2.48 


2.42 


2.46 


3 


5/16" 


85.2% 


1.54 


1.75 


1.70 


1.73 


.283" 


86.5% 


1.27 


1.44 


1.40 


1.42 


co 


.263" 


873% 


1-11 


1.26 


1.23 


1.25 


3 


.250" 


87.9% 


1.00 


1.13 


Ml 


1.12 


to 


3-1 /r r 


60.5% 


14.57 


16.52 


16.10 


16.35 


CO 
LU 

U 


3/4" 


67.8% 


8.60 


9.75 


9.50 


9.65 


U/16" 


69.9% 


7.32 


8.30 


8.09 


8.21 


5/8" 


72.0% 


6.13 


6.95 


6.77 


6.88 


Ol 


9/16" 


74.3% 


5.03 


5.70 


5.56 


5.64 


O. 


1/2" 


76.6% 


4.03 


4.57 


4.45 


4.52 




7/16" 


79.0% 


3.13 


3.55 


3.46 


3.51 




3/8" 


81.6% 


2.33 


2.64 


2.57 


2.61 




5/16" 


843% 


1.65 


1.87 


1.82 


1.85 




.283" 


85.6% 


1.36 


1.54 


1.50 


1.53 




.263" 


86.5% 


1.18 


1.34 


1.30 


132 





[22] 



SQUARE OPENING SPACE CLOTH 

Standard Weights in Pounds per Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Space or 
Dear 


Diameter 
of 


Percent- 


Pounds per 


Square Foot 




age of 
Open 
Area 


Plain 


Pure 


80/20 


Monel 




Opening 


Wire 


Steel 


Copper 


Brass 


Metal 




3-1/2" .250" 


87.1% 


1.07 


1.21 


1.18 


1.20 




♦225" 


88.3% 


.87 


.99 


.96 


.98 




.207" 


89.1% 


.74 


.84 


.82 


.83 


1— 


3-1/4" 1" 


58.5% 


15.47 


17.54 


17.10 


17.36 


CO 


3/4" 


66.0% 


9.16 


10.38 


10.12 


10.28 


LU 


M/16" 


68.1% 


7.80 


8.84 


8.62 


8.75 


5/8" 


70.3% 


6.54 


7.41 


7.23 


7.34 


a 


9/16" 


72.6% 


5.37 


6.09 


5.93 


6.03 


LU 


1/2" 


75.0% 


4.31 


4.89 


4.76 


4.84 


oi 


7/16" 


77.6% 


3.35 


3.80 


3.70 


3.76 




3/8" 


80.4% 


2.50 


2.83 


2.76 


2.81 


Z 


5/16" 


83.2% 


1.76 


1.99 


1.94 


1.97 


O 
a. 


.283" 


84.6% 


1.46 


1.65 


1.61 


1.64 


.263" 


85.6% 


1.26 


1.43 


1.39 


1.41 




.250" 


86.2% 


LIS 


1.30 


1.27 


1.29 


.225" 


87.5% 


.93 


1.05 


1.03 


1.04 


Q 


.207" 


88.4% 


.79 


.90 


.87 


.89 


LU 


.192" 


89.2% 


.69 


.78 


.76 


.77 


1— 


3" 1" 


56.3% 


16.50 


18.70 


18.23 


18.51 


^ 


3/4" 


64.0% 


9.79 


11.10 


10.82 


10.98 


11/16"" 


66.2% 


8.35 


9.46 


9.23 


9.37 


GO 


5/8" 


68.5% 


7.00 


7.93 


7.74 


7.85 


3 


9/16" 


70.9% 


5.76 


6.53 


6.37 


6.46 


CO 


1/2" 


73.5% 


4.62 


5.24 


5.11 


5.18 




7/16" 


76.2% 


3.59 


4.07 


3.97 


4.03 


CO 

LU 


3/8" 


79.0% 


2.68 


3.04 


2.96 


3.01 


5/16" 


82.0% 


1.90 


2.15 


2.10 


2.13 


.283" 


83.5% 


1.57 


1.78 


1.74 


1.76 


CZ 


.263" 


84.5% 


1.36 


1.54 


1.50 


1.53 


a. 


.250" 


85.2% 


1.23 


1.39 


1.36 


1.38 




.225" 


86.5% 


1.01 


1.14 


1.12 


1.13 




.207" 


87.5% 


.86 


.97 


.95 


.96 




.192" 


88.3% 


.74 


.84 


.82 


.83 




.177" 


89.2% 


.63 


.71 


.70 


.71 




.162" 


90.0% 


.53 


.60 


.59 


.59 





[23] 



SQUARE OPENING SPACE CLOTH 

Standard Weights in Pound* per Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerertces 



Space or 


Diameter 

of 

Wire 


Percent- 
age of 
Open 
Area 


Pounds per 


Square Foot 




Cleu 
Opening 


Plain 
Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Metal 




2-3/4" r 


53.7% 


17.67 


20.03 


19.53 


19.83 




3/4" 


61.7% 


10.52 


11.92 


11.63 


11.80 




11/16" 


64.0% 


8.98 


10.18 


9.92 


10.08 




5/8" 


66.4% 


7.54 


8.55 


8.33 


8.46 


1— 


9/16" 


68.9% 


6.20 


7.03 


6.85 


6.96 


co 


1/2" 


71.6% 


4.98 


5.64 


5.50 


5.59 


LLJ 


7/16" 


74.4% 


3.88 


4.40 


4.29 


4.35 


3/8" 


77.4% 


2.90 


3.29 


3.20 


3.25 


a 


5/16" 


80.6% 


2.05 


2.32 


2.27 


2.30 


uu 


.283" 


82.2% 


1.70 


1.93 


1.88 


1.9 1 


OC 


.263" 


83.3% 


1.48 


1.68 


1.65 


1.66 




.250" 


84.0% 


1.34 


1.52 


1.48 


1.50 


z 


.225" 


85.4% 


1.09 


1.24 


1.20 


1.22 


o 


.207" 


86.5% 


.93 


1.05 


1.03 


1.04 


a. 


.192" 


87.4% 


.80 


.91 


.88 


.90 


z> 


.177" 


88.3% 


.69 


.78 


.76 


.77 




.162" 


89.2% 


.58 


.66 


.64 


.65 


Q 


.148" 


90.0% 


.48 


.54 


.53 


.54 


UJ 

1— 


2-1/2" 1" 


51.0% 


19.02 


21.56 


21.02 


21.34 


1— 


3/4" 


59.2% 


11.37 


12.89 


12.56 


12.76 


X 


11/16" 


61.5% 


9.71 


11.01 


10.73 


10.89 


5/8" 


64.0% 


8.16 


9.25 


9.02 


9.16 


CO 


9/16" 


66.6% 


6.72 


7.62 


7.43 


7.54 


13 


1/2" 


69.4% 


5.41 


6.13 


5.98 


6.07 


i/> 


7/16" 


72.4% 


4.22 


4.78 


4.66 


4.73 




3/8" 


75.6% 


3.16 


3.58 


3.49 


3.55 


CO 


5/16" 


79.0% 


2.24 


2.54 


2.48 


2.51 


LU 

U 


.283" 


80.7% 


1.85 


2.10 


2.04 


2.08 


.263" 


81.9% 


1.61 


1.82 


1.78 


1.81 


at 


.250" 


82.6% 


1.46 


1.65 


1.61 


1.64 


a. 


.225" 


84.2% 


1.19 


1.35 


1.32 


1.34 




.207" 


85.3% 


1.02 


1.16 


1.13 


1. 14 




.192" 


86.2% 


.88 


1.00 


.97 


,99 




.177" 


87.2% 


.75 


.85 


.83 


.84 




.162" 


88.2% 


.63 


.71 


.70 


.71 




.148" 


89.1% 


.53 


.60 


.59 


.59 





[24] 



SQUARE OPENING SPACE CLOTH 

Standard Weights in Pounds per Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Space or 

Gear 
Opening 


Difl m^f^f 


Percent- 




Pounds per 


Square Foot 




of 
Wire 


age of 

Open 
Area 


Plain 

Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Metal 




2-1/4" 1" 


47.9% 


20.61 


23.36 


22.78 


23.12 




3/4" 


56.2% 


[2.37 


14.02 


13.67 


13.88 




11/16" 


58.7% 


10.58 


11.99 


11.69 


11.87 




5/8" 


61.2% 


8.90 


10.09 


9.84 


9.99 


1— 


9/16" 


64.0% 


7.34 


8.32 


8.11 


8.24 


CO 


1/2" 


66.9% 


5.91 


6.70 


6.53 


6.63 


LU 


7/16" 


70.1% 


4.62 


5.24 


5.11 


5.18 


3/8" 


73.4% 


3.46 


3.92 


3.82 


3.88 


a 


5/16" 


77.1% 


2.46 


2.79 


2.72 


2.76 


LU 


,283" 


78.9% 


2.04 


2.31 


2.25 


2.29 


Q£ 


.263" 


80.2% 


1.77 


2.01 


1.96 


1.99 




.250" 


81.0% 


1.61 


1.82 


1.78 


1.81 


z 


.225" 


82.6% 


1.31 


1.48 


J.45 


1.47 


o 

Q_ 


.207 M 


83.9% 


1.12 


1.27 


1.24 


1.26 


.192" 


84.9% 


.97 


1.10 


1.07 


1.09 


ID 


.177" 


85.9% 


.83 


.94 


.92 


.93 


J 62" 


87.0% 


.70 


.79 


.77 


.79 


Q 


.148" 


88.0% 


.59 


.67 


.65 


.66 


LU 


.135" 


89.0% 


.49 


.56 


.54 


.55 


r— 
r— 


2" 1" 


44.4% 


22.49 


25.49 


24.85 


25.23 


^ 


3/4" 


52.9% 


13.57 


15.38 


15.00 


15.23 


11/16" 


55.4% 


11.62 


13.17 


12.84 


13.04 


ca 


5/8" 


58.0% 


9.79 


11.10 


10.82 


10,98 


Z> 


9/16" 


60.9% 


8.09 


9.17 


8.94 


9.08 


CO 


1/2" 


64.0% 


6.53 


7.40 


7.22 


7.33 




7/16" 


67.3% 


5.11 


5.79 


5.65 


5.73 


CO 


3/8" 


70.9% 


3.84 


4.35 


4.24 


4.31 


LU 

u 


5/16" 


74.8% 


2.73 


3.09 


3.02 


3.06 


.283" 


76.7% 


2.26 


2.56 


2.50 


2.54 


ot 


.263" 


78.1% 


1.97 


2.23 


2.18 


2.21 


Cl. 


.250" 


79.0% 


1.79 


2.03 


1.98 


2.01 




.225" 


80.8% 


1.46 


1.65 


1.61 


1.64 




.207" 


82.1% 


1.25 


1.42 


1.38 


1.40 




.192" 


83.2% 


1.08 


1.22 


1.19 


1.21 




.177" 


84.4% 


.92 


1.04 


1.02 


1.03 




.162" 


85.6% 


.78 


.88 


.86 


.88 





[25] 



SQUARE OPENING SPACE CLOTH 



Standard Weights in Pounds par Squara Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial ToUrances 



Space or 

Clear 
Opening 



Diameter 

of 

Wire 



Percent- 
age of 
Open 
Area 



Pounds per Square Foot 



Steel 
Plain 



Pure 
Copper 



80/20 
Brass 



Monel 
Metsi 



2" .148" 


86.7% 


.65 


.74 


.72 


.73 




.1 35" 


87.8% 


M 


.62 


.61 


.62 




.120" 


89.0% 


.44 


.50 


.49 


.49 


»— 


1-3/4" f" 


40.5% 


24.76 


28.07 


2736 


27.78 


CO 


3/4" 


49.0% 


15.03 


17.04 


16.61 


16.86 


LU 


11/16" 


51.6% 


12.90 


14.62 


14.26 


14.47 


Z) 


5/8" 


54.3% 


10.88 


1233 


12.02 


1211 


a 


9/16" 


573% 


9.01 


10.21 


9.96 


10.11 


LU 


1/2" 


60.5% 


7.29 


8.26 


8.06 


8.18 


Qd 


7/16" 


64.0% 


5.71 


6.47 


631 


6.41 




3/8" 


67.8% 


430 


4.87 


4.75 


4.82 


z 


5/16" 


71.9% 


3.07 


3.48 


339 


3.44 


O 


.283" 


74.1% 


2.55 


2.89 


2.82 


2.86 


.263" 


75.6% 


2.22 


2.52 


2.45 


2.49 


Z> 


.250" 


76.6% 


2.02 


2.29 


2.23 


2.27 


.225" 


783% 


1.65 


1.87 


1.82 


1.85 


Q 


.207" 


80.0% 


1.41 


1.60 


1.56 


1.58 


LU 


.192" 


81.2% 


1.22 


1.38 


135 


137 


h- 


.177" 


82.5% 


1.04 


1.18 


1.15 


1.17 


r— 


.162" 


83.8% 


.88 


1.00 


.97 


.99 


^ 


.148" 


85.0% 


.74 


.84 


.82 


.83 


.135" 


86.2% 


.62 


.70 


.69 


.70 


CO 


.120" 


87.6% 


.49 


.56 


.54 


SB 


Z> 

CO 


M/2" 1" 


36.0% 


27.57 


31.25 


30.47 


30.93 




3/4" 


44.4% 


16.86 


19.11 


18.63 


18.92 


CO 


11/16" 


47.0% 


14.50 


16.44 


16.02 


16.27 


LU 


5/8" 


49.8% 


12.27 


13.91 


13.56 


13.77 


9/16" 


52.8% 


10.18 


11.54 


11.25 


11.42 


&L 


1/2" 


56.3% 


8.25 


935 


9.12 


9.26 


Q_ 


7/16" 


59.9% 


6.48 


7.35 


7.16 


7.27 




3/8" 


64.0% 


4.90 


5.55 


5.41 


5.50 




5/16" 


68.5% 


3.50 


3.97 


3.87 


3.93 




.283" 


70.8% 


2.91 


3.30 


3.22 


3.27 




.263" 


72.4% 


2.54 


2.88 


2.81 


2.85 




.250" 


73.4% 


2.31 


2.62 


2.55 


2.59 





[26] 



SQUARE OPENING SPACE CLOTH 

Standard Weights in Pounds per Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Space or 

Cleir 
Opening 



Diameter 

of 

Wire 



Percent- 
age of 
Open 
Area 



Pounds per Square Foot 



Plain 
Steel 



Pure 
Copper 



80/20 
Brass 



Monel 
Metal 



1-1/2" .225" 


75.6% 


1.89 


2.14 


2.09 


2.12 




.207" 


77.2% 


1.62 


1.84 


1.79 


1.82 




.192" 


78.6% 


1.40 


1.59 


1.55 


1.57 




.177" 


80.0% 


1.20 


1.36 


1.33 


1.35 


1— 


.162" 


81.5% 


1.02 


1.16 


1.13 


1.14 


CO 


.148" 


82.8% 


.85 


.96 


.94 


.95 


LU 

3 


.135" 


84.2% 


.72 


.82 


.80 


.81 


.120" 


85.7% 


.57 


.65 


.63 


.64 


a 

UJ 


1-3/8" 3/4" 


41-9% 


17.97 


20.37 


19.86 


20.16 


C* 


11/16" 


44.4% 


15.47 


17.54 


17.10 


17.36 




5/8" 


47.3% 


13.10 


14.85 


14.48 


14.70 


Z 


9/16" 


50.4% 


10.88 


12.33 


12.02 


12.21 


o 


1/2" 


53.8% 


8.83 


10.01 


9.76 


9.91 


a. 


7/16" 


57.6% 


6.95 


7.88 


7.68 


7.80 


3 


3/8" 


61.7% 


5.26 


5.96 


5.81 


5.90 




5/16" 


66.4% 


3.77 


4.27 


4.17 


4.23 


Q 


.283" 


68.8% 


3.14 


3.56 


3.47 


3.52 


LU 


.263" 


70.5% 


2.74 


3.11 


3.03 


3.07 


h- 


.250" 


71.6% 


2.49 


2.82 


2.75 


2.79 


1— 


.225" 


73.9% 


2.04 


2.31 


2.25 


2.29 


% 


.207" 


75.6% 


1.75 


1.98 


1.93 


1.96 


.192" 


77.0% 


1.52 


1.72 


1.68 


1.71 


CO 


.177" 


78.5% 


1.30 


1.47 


(.44 


1.46 


3 


.162" 


80.0% 


1.10 


1.25 


1.22 


1.23 


to 


.148" 


81.5% 


.92 


1.04 


1.02 


1.03 




.135" 


82.9% 


.78 


.88 


.86 


,88 


CO 
LU 


.120" 


84.6% 


.62 


.70 


.69 


.70 


1-1/4" 3/4" 


39.1% 


19.22 


21.79 


21.24 


21.56 


CxL 


11/16" 


41.6% 


16.57 


18.78 


18.31 


18.59 


a. 


5/8" 


44.4% 


14.06 


15.94 


15.54 


15.78 




9/16" 


47.5% 


11.70 


13.26 


12.93 


13.13 




1/2" 


51.0% 


9.5! 


10.78 


10.51 


10.67 




7/16" 


54.8% 


7.50 


8.50 


8.29 


8.42 




3/8" 


59.2% 


5.69 


6.45 


6.29 


6.38 




5/16" 


64.0% 


4.08 


4.62 


4.51 


4.58 





[27] 



SQUARE OPENING SPACE CLOTH 

Standard Weights in Pounds per Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Space or 

Clear 
Opening 



Diameter 

of 

Wire 



Percent- 
age of 
Open 
Area. 



Pounds per Square Foot 



Plain 
Steel 



Pure 
Copper 



80/20 
Brass 



Monel 
Metal 



t-l/4" .283" 


66.5% 


3.40 


3.85 


3.76 


3.81 


.263" 


68.3% 


2.97 


3.37 


3.28 


3.33 


.250" 


69.4% 


2.70 


3.06 


2.98 


3.03 


.225" 


71.8% 


2.22 


2.52 


2.45 


2.49 


.207" 


73.6% 


1.90 


2.15 


2.10 


2.13 


.192" 


75.1% 


1.65 


(.87 


1.82 


1.85 


.177" 


76.7% 


1.42 


1.61 


1.57 


1.59 


.162" 


78.4% 


1.20 


1.36 


1.33 


1.35 


.148" 


79.9% 


1.01 


1.14 


1.12 


1.13 


.135" 


81.5% 


.85 


.96 


.94 


.95 


.120" 


83.2% 


.68 


.77 


.75 


.76 


.105" 


85.1% 


.52 


.59 


.57 


.58 


1-1/8" 3/4" 


36.0% 


20.68 


23.44 


22.85 


23.20 


11/16" 


38.5% 


17.86 


20.24 


19.74 


20.04 


5/8" 


4U% 


15.17 


17.20 


16.76 


17.02 


9/16" 


44.4% 


12.65 


14.34 


13.98 


14.19 


1/2" 


47.9% 


10.30 


11.68 


(1.38 


If. 56 


7/16" 


51.8% 


8.14 


9.23 


9.00 


9.13 


3/8" 


56.3% 


6.19 


7.02 


6.84 


6.95 


5/16" 


61.2% 


4.45 


5.04 


4.92 


4.99 


.283" 


63.8% 


3.71 


4.21 


4.10 


4.16 


.263" 


65./% 


3.25 


3.68 


3.59 


3.65 


.250" 


66.9% 


2.96 


3.36 


3.27 


3.32 


.225" 


69.4% 


2.43 


2.75 


2.69 


2.73 


,207" 


71.3% 


2.08 


2.36 


2.30 


2.33 


.192" 


73.0% 


1.81 


2.05 


2.00 


2.03 


.177" 


74.7% 


1.55 


1.76 


1.71 


1.74 


•162" 


76.4% 


132 


1.50 


1.46 


1.48 


.148" 


78.1% 


Ml 


1.26 


1.23 


1.25 


.135" 


79.7% 


.93 


1.05 


1.03 


1.04 


.I20" 


81.7% 


.74 


.84 


.82 


.83 


.105" 


83.7% 


.58 


.66 


.64 


.65 


.092" 


85.5% 


.45 


.51 


.50 


.50 



CO 
LU 

3 

a 



z 

o 

3 



CO 

3 
to 

CO 
LU 

u 

(XL 

ex. 



[28] 






SQUARE OPENING SPACE CLOTH 

Standard Weights in Pounds per Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Space or 
Clear 

Opening 



Diameter 

of 

Wire 



Percent- 
age of 
Open 

Area 



Pounds per Square Foot 



Steel 
Plain 



Pure 
Copper 



80/20 
Brass 



Monel 
Metal 



1" 3/4" 


32.6% 


22.38 


25.37 


24.73 


25.11 




11/16" 


35.1% 


19.37 


21.96 


21.41 


21.73 




5/8" 


37.9% 


16.49 


18.69 


18.22 


18.50 




9/16" 


41.0% 


13.78 


15.62 


15.23 


15.46 


h- 


1/2" 


44.4% 


11.25 


12.75 


(2.43 


12,62 


l/> 


7/16" 


48.4% 


8.91 


10.10 


9.85 


10.00 


LU 


3/8" 


52.9% 


6.79 


7.70 


7.50 


7.62 


ID 


5/16" 


58.0% 


4.90 


5.55 


5.41 


5.50 


a 


.283" 


60.8% 


4.09 


4.64 


4.52 


4.59 


LU 


.263" 


62.7% 


3.58 


4.06 


3.96 


4.02 


0* 


.250" 


64.0% 


3.26 


3.70 


3.60 


3.66 




.225" 


66.6% 


2.69 


3.05 


2.97 


3.02 


Z 


.207" 


68.6% 


2.31 


2.62 


2.55 


2.59 


o 

a. 


.itr 


70.4% 


2.01 


2.28 


2.22 


2.26 


.177" 


72.2% 


1.72 


1.95 


1.90 


1.93 


.162" 


74.0% 


1.46 


1.65 


1.61 


1.64 


.148" 


75.9% 


1.23 


1.39 


1.36 


1.38 


a 

LU 


.135" 


77.6% 


1.04 


1.18 


1.15 


1.17 


.120" 


79.7% 


.83 


.94 


.92 


.93 


1— 


.105" 


81.9% 


.64 


.73 


.71 


.72 


r— 


.092" 


83.9% 


.50 


.57 


.55 


.56 


^ 


.080" 


85.7% 


.38 


.43 


.42 


.43 














00 


7/8" 5/8" 


34.0% 


18.06 


20.47 


19.96 


20.26 


ID 


9/16" 


37.0% 


15.13 


17.15 


16.72 


16.98 


OO 


1/2" 


40.5% 


12.38 


14.03 


13.68 


13.89 




7/16" 


44.4% 


9.84 


11.15 


10.87 


11.04 


CO 


3/8" 


49.0% 


7.52 


8.52 


8.31 


8.44 


LU 


5/16" 


54.3% 


5.44 


6.17 


6.01 


6.10 


u 


.283" 


57.1% 


4.55 


5.16 


5.03 


5.11 


5 


.263" 


59.1% 


3.99 


4.52 


4.41 


4.48 


Ol 


.250" 


60.5% 


3.64 


4.13 


4.02 


4.08 




.225" 


63.3% 


3.01 


3.41 


3.33 


3.38 




.207" 


65.3% 


2.58 


2.92 


2.85 


2.89 




.192" 


67.2% 


2.25 


2.55 


2.49 


2.52 




.177" 


69.2% 


1.93 


2.19 


2.13 


2.17 




.162" 


71.2% 


1.64 


1.86 


1.81 


1.84 
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SQUARE OPENING SPACE CLOTH 

Standard Weights in Pounds per Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Space or 

Clear 
Opening 



Diameter 

of 

Wire 



7/8" 



3/4" 



S/8" 



Percent- 
age of 
Open 
Area 



Pounds per Square Foot 



Plain 
Steel 



Pure 
Copper 



80/20 
Be ass 



Monel 
Metal 



.148" 


73.5% 


1.38 


1.56 


1.53 


1.55 


.135" 


75.1% 


1.17 


1.33 


1.29 


1.31 


.120" 


77.3% 


.$3 


1.05 


1.03 


1.04 


.105" 


79.7% 


.72 


.82 


.80 


.81 


.092" 


81.9% 


.56 


.63 


.62 


.63 


.080" 


83.9% 


.43 


.49 


.48 


.48 


5/8" 


29.7% 


19.98 


22.65 


22.08 


22.42 


9/16" 


32.6% 


16.79 


19.03 


18.55 


18.84 


i/2" 


36.0% 


13.79 


15.63 


15.24 


15.47 


7/16" 


39.9% 


11.00 


12.47 


12.16 


12.34 


3/8" 


44.4% 


8.44 


9.57 


9.33 


9.47 


5/16" 


49.8% 


6.(3 


6.95 


6.77 


6.88 


.283" 


52.7% 


5.15 


5.84 


5.69 


5.78 


.263" 


54.8% 


4.52 


5.12 


5.00 


5.07 


.250" 


56.3% 


4.12 


4.67 


4.55 


4.62 


.225" 


59.2% 


3.41 


3.87 


3.77 


3.83 


.207" 


61.4% 


2.93 


3.32 


3.24 


3.29 


.192" 


63.4% 


2.56 


2.90 


2.83 


2.87 


.177" 


65.5% 


2.20 


2.49 


2.43 


2.47 


.162" 


67.6% 


1.87 


2.12 


2.07 


2.10 


.148" 


69.8% 


1.58 


1.79 


1.75 


1.77 


.135" 


71.8% 


1.33 


1.51 


1.47 


1.49 


.120" 


74.3% 


1.07 


1.21 


1.18 


1.20 


.105" 


76,9% 


.83 


.94 


.92 


.93 


.092" 


79.3% 


.65 


.74 


.72 


.73 


.080" 


81.7% 


.50 


.57 


.55 


.56 


9/16" 


27.7% 


18.87 


21.39 


20.85 


21.17 


i/r 


30.9% 


15.57 


17.65 


17.21 


17.47 


7/16" 


34.6% 


12.47 


14.13 


13.78 


13.99 


3/8" 


39.1% 


9.61 


10.89 


10.62 


10.78 


5/16" 


44.4% 


7.03 


7.97 


7.77 


7.89 


.283" 


47.4% 


5.91 


6.70 


6.53 


, 6.63 


.263" 


49.5% 


5.20 


5.89 


5.75 


5.83 


•250" 


51.0% 


4.76 


5.40 


5.26 


5.34 


.225" 


54.0% 


3.94 


4.47 


4.35 


4.42 



CO 
LU 

a 



o 

Q- 

3 



3 

CO 

Z) 

CO 
CO 

LU 
U 

a. 
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SQUARE OPENING SPACE CLOTH 

Standard Weights in Pound* par Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Space or 

dear 
Opening 



Diametet 

of 

Wire 



Percent- 
age of 
Open 

Area 



Pounds per Square Foot 



Plain 

Steel 



Pure 
Copper 



80/20 

Bran 



5/8" 



i/r 



7/ 1 A" 



Mooel 
Metal 



.207" 


56.4% 


3.40 


3.85 


3.76 


3.81 


.192" 


585% 


2.97 


337 


3.28 


333 


.177" 


60.7% 


256 


2.90 


2.83 


2.87 


.162" 


63.1% 


2.18 


2.47 


2.41 


2.45 


.140" 


65.4% 


1.85 


2.10 


2.04 


2.08 


.135" 


67.6% 


156 


1.77 


1.72 


1.75 


.120" 


70.3% 


1.25 


1.42 


138 


1.40 


.105" 


73.4% 


.98 


Ml 


1.08 


1.10 


.092" 


76.0% 


.76 


.86 


.84 


.85 


.080" 


78.6% 


.58 


56 


.64 


.65 


•072" 


80.4% 


.48 


.54 


53 


54 


.063" 


825% 


.37 


.42 


.41 


.42 


7/16" 


28.4% 


14.42 


1635 


15.94 


16.18 


3/8" 


32.7% 


11.19 


12.66 


1237 


12.56 


5/16" 


37.9% 


8.24 


934 


9.11 


9.25 


.283" 


40.8% 


6.96 


7.89 


7.69 


7.81 


•263" 


42.9% 


6.14 


6.96 


6.79 


6.89 


.250" 


44.4% 


5.62 


637 


6.21 


631 


.225" 


475% 


4.63 


530 


5.17 


5.25 


.207" 


49.8% 


4.04 


4.58 


4.46 


453 


.192" 


52.2% 


3.54 


4.01 


3.91 


3.97 


.177" 


54.5% 


3.06 


3.47 


338 


3.43 


.162" 


57.1% 


2.61 


2.96 


2.88 


2.93 


.148" 


59.5% 


2.22 


252 


2.45 


2.49 


.135" 


62.0% 


1.88 


2.13 


2.08 


2.11 


.120" 


65.0% 


151 


1.71 


157 


159 


.105" 


68.3% 


I.t8 


134 


130 


1.32 


.092" 


713% 


.93 


1.05 


1.03 


154 


.080" 


74:3% 


.71 


.80 


.78 


.80 


.072" 


76.4% 


.58 


.66 


54 


.65 


.063" 


78.9% 


.45 


.51 


50 


50 


3/8" 


29.0% 


12.20 


13.83 


13.48 


13.69 


6/16" 


345% 


9.03 


10.24 


9.98 


10.13 


.283" 


36.9% 


7.64 


8.66 


8.44 


8.57 


.263" 


39.0% 


6.75 


7.65 


7.46 


7.57 



CO 

LU 

a 

LU 



o 

a. 



CO 

CO 

CO 

LU 

u 

ex. 
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SQUARE OPENING SPACE CLOTH 

Standard Weights in Pounds per Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 






Space or 

Clear 
Opening 


£ 


liam^pf 


Percent- 
age of 
Open 
Aiea 


Pounds per 


Square Foot 




of 
Wire 


Plain 
Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Metal 




7/16" .250" 


40.5% 


6.19 


7.02 


6.84 


6.95 




.225" 


43.6% 


5.16 


5.85 


5.70 


5.79 




.207" 


46.0% 


4.47 


5.07 


4.94 


5.02 




.192" 


48.3% 


3.92 


4.44 


4.33 


4.40 


1— 


.177" 


50.7% 


3.40 


3.85 


3.76 


3.81 


LO 


.162" 


53.2% 


2.90 


3.29 


3.20 


3.25 


LU 


.148" 


55.8% 


2.47 


2.80 


2.73 


2.77 


3 


.135" 


58 4% 


2.09 


2.37 


2.31 


2.34 


a 


.120" 


61.5% 


1.69 


1.92 


1.87 


1.90 


LU 


.105" 


65.0% 


1.33 


1.51 


1.47 


1.49 


Qt 


.092" 


68.3% 


1.04 


1.18 


1.15 


1.17 




.080" 


71.5% 


.80 


.91 


.88 


.90 


z 


.072" 


73.7% 


.66 


.75 


.73 


.74 


o 


.063" 


76.4% 


.51 


.58 


.56 


.57 


3/8" 5/16" 


29.7% 


9.99 


11.32 


11.04 


11.21 


^ 


.283" 


32.5% 


8.48 


9.61 


9.37 


9.51 


a 

LU 




263" 


34.5% 


7.51 


8.51 


8.30 


8.43 




250" 


36.0% 


6.89 


7.81 


7.61 


7.73 


1— 




225" 


39.0% 


5.77 


6.54 


6.38 


6.47 


1— 




207" 


41.5% 


5.00 


5.67 


5.53 


5.61 


% 




192" 


43.8% 


4.39 


4.98 


4.85 


4.93 




177" 


46.1% 


3.32 


4.33 


4.22 


4.29 


CO 




162" 


48.7% 


3.27 


3.71 


3.61 


3.67 


Z> 




148" 


5 1.4% 


2.79 


3.16 


3.08 


3.13 


LO 




135" 


54.1% 


2.37 


2.69 


2.62 


2.66 






120° 


57.4% 


1.92 


2.18 


2.12 


2.15 


CO 




105" 


61.0% 


1.5! 


1.71 


1.67 


1.69 


LU 

u 




092" 


64.5% 


1.18 


1.34 


1.30 


1.32 




080" 


67.9% 


.91 


1.03 


1.01 


1.02 


at 




072" 


70.4% 


.75 


.85 


.83 


.84 


a. 




063" 


73.3% 


.59 


.67 


.65 


.66 








054" 


76.4% 


.44 


.50 


.49 


.49 
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SQUARE OPENING SPACE CLOTH 

Standard Weights in Pounds per Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Space or 

Clear 
Opening 


Diameter 

of 

Wire 


Percent- 


Pounds per 


Square Foot 




age of 
Open 
Area 


Plain 

Steel 


Pure 
Copper 


80/20 
Brass 


Monel 
Metal 




5/16" .263" 


29.5% 


8.46 


9.59 


9.35 


9.49 




.250" 


30.9% 


7.78 


8.82 


8.60 


8.73 




.225" 


33.8% 


6.53 


7.40 


7.22 


7.33 




.207" 


36.2% 


5.68 


6.44 


6.28 


6.37 


1— 


.192" 


38.4% 


5.00 


5.67 


5.53 


5.61 


CO 


.177" 


40.8% 


4.36 


4.94 


4.82 


4.89 


LU 

3 


.162" 


43.4% 


3.74 


4.24 


4.13 


4.20 


.148" 


46.0% 


3.20 


3.63 


3.54 


3.59 


a 


.135" 


48.8% 


2.72 


3.08 


3.01 


3.05 


LU 


.120" 


52.2% 


2.21 


2.51 


2.44 


2.48 


CXL 


JOS" 


56.0% 


1.74 


1.97 


1.92 


1.95 




.092" 


59.6% 


1.37 


1.55 


1.51 


1.54 


Z 


.080" 


63.4% 


1.07 


1.21 


1.18 


1.20 


o 


.072" 


66.1% 


.88 


1.00 


.97 


.99 


.063" 


69.3% 


.69 


.78 


.76 


.77 




.054" 


72.7% 


.51 


.58 


.56 


.57 


1/4" .250" 


25.0% 


8.50 


9.63 


9.39 


9.54 


a 

LU 


.225" 


27.7% 


7.55 


8.56 


8.34 


8.47 


r— 


.207" 


29.9% 


6.59 


7.47 


7.28 


7.39 


r— 


.192" 


32.0% 


5.82 


6.60 


6.43 


6.53 


^ 


.177" 


34.3% 


5.08 


5.76 


5.61 


5.70 


.162" 


36.8% 


4.38 


4.96 


4.84 


4.91 


CO 


.148" 


39.4% 


3.76 


4.26 


4.I6 


4.22 


3 


.135" 


42.2% 


3.21 


3.64 


3.55 


3.60 


CO 


.120" 


45.6% 


2.62 


2.97 


2.90 


2.94 




.105" 


49.6% 


2.07 


2.35 


2.29 


2.32 


CO 


.092" 


53.4% 


1.64 


t.86 


I.8I 


1.84 


LU 


.080" 


57.4% 


1.28 


1.45 


1. 4 1 


L44 


.072" 


60.3% 


1.06 


1.20 


1. 17 


1.19 


tt! 


.063" 


63.8% 


.83 


.94 


.92 


.93 


Q_ 


.054" 


67.6% 


.62 


.70 


.69 


.70 






.047" 


70.9% 


.48 


.54 


.53 


.54 
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SQUARE OPENING SPACE CLOTH gross list prices 

Standard Weights in Pounds per Square Foot 
WIRE SIZES AND OPEN AREAS 

Subject to Commercial Tolerances 



Space or 

Clear 
Opening 



Diameter 

of 

Wire 



3/16" 



1/8" 



Percent- 
age of 
Open 
Area. 



Pound* per Square Foot 



Plain 
Steel 



Pure 
Copper 



80/20 
Brass 



Monel 
Metal 



.177" 


26*% 


6.12 


6.94 


6.76 


6.87 




.162" 


28*% 


5*0 


6.01 


5.86 


5.95 




.148" 


31*% 


4*7 


5.18 


5.05 


5.13 




.135" 


31.8% 


3.92 


4.44 


4.33 


4.40 


1— 


.120" 


37.2% 


3.22 


3.65 


3.56 


3.6! 


CO 


JOS" 


41.1% 


2*6 


2.90 


2.83 


2.87 


LU 


45.1% 


2.04 


2*1 


2.25 


2.29 


3 


.080" 


49.1% 


1.60 


1.81 


1.77 


1.80 


a 


.072" 


52.2% 


1*3 


1*1 


1.47 


1.49 


LU 


*63 M 


56.0% 


1.05 


1.19 


1.16 


1.18 


0£ 


.054" 


60.3% 


.79 


.90 


.87 


.89 




Mr 


63.9% 


.62 


.70 


.69 


JO 


z 


Ml" 


67*% 


.48 


*4 


.53 


*4 


o 


.120" 


26.0% 


4.19 


4.75 


4.63 


4.70 


CL 


.105" 


29*% 


337 


3*1 


3.72 


3.78 


.092" 


33.2% 


2.71 


3.07 


2.99 


3.04 


Q 

LU 

I— 


.080" 


37*% 


2.15 


2.44 


2.38 


2.41 


.072" 


40*% 


1.79 


2.03 


1.98 


2.01 


.063" 


44.2% 


1.43 


1.62 


1.58 


1.60 


y— 


.054" 


48*% 


1*9 


1.24 


1.20 


1.22 


3. 


.047" 


52*% 


*5 


.96 


.94 


.95 


.041" 


56.7% 


.67 


.76 


.74 


.75 


on 


.035" 


61.0% 


.50 


.57 


.55 


.56 


Z) 


.032" 


o3.4% 


.43 


.49 


.48 


.48 


to 



CO 
LU 

u 

a. 
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METHODS OF CALCULATING 

THE WEIGHTS OF WIRE CLOTH 

All weights in this catalog are mathematically calculated for theoretically 
perfect cloth; perfect in mesh and perfect in wire sizes. Variations, plus and 
minus, therefore must be expected in actual practice. 

The weight of any size and kind of cloth not listed in this catalog may 
readily be calculated by means of the following formulae: 

SQUARE MESH CLOTH, CENTER TO CENTER 

2400 M W V I + (DM)2 
M = Mesh 

W = Weight of bare wire per lin. ft. 
D = Diameter of wire 

SPECIAL NOTE: Where the size of wire is equal 
to, or is greater than the width of opening, a factor 
of error, which cannot be eliminated, develops in 
the above formula. To compensate for this unavoid- 
able defection, in all such cases and also on* size 
lighter in each specific instance, an aWrtrf 5% 
has been deducted from the full calculated weight 
in arriving at the standard net weights as recorded 
in this catalog. 

SPACE OR CLEAR OPENING CLOTH 

Employ same formula as above, expressing the size of Space or 
Clear Opening in terms of Mesh, center to center. For example; 
1 1/ 4 " Space, .192" Wire is equivalent to .6935 Mesh (1.25 plus .192 
divided into I). 

SPECIAL ALLOYS 

Standard weights of wire cloth in any of the following metals 
will be found to be the percentages, as noted, of the standard 
weights of Plain Steel Wire Cloth. 

Pure Iron 100.22% of Plain Steel 

High Brass (70/30) 08.73% ; J 

Commercial Bronze (90/101 UHS? » " 

Phosphor Bronze (Grade A) \ll'VJ? » •■ 

Everdur and Olympic Bronze ?8.89/ ? 

Pure Nickel 12.84% 

Stainless Steel (18/8) 00.98% 

Nichrome I &S.7 » « 

Nichrome V 106.54% * * 

Aluminum (X-56-S) 34.17% 

[33] 
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INDUSTRIAL WIRE CLOTH 



STANDARD WIRE SIZES 



Industrial 
Wire Cloth 

Standard 
Wire Sizes 



Nearest 

Equivalent 

Steel Gauge 

(W&M) Sizes 



Steel 

Gauge 

(W&M) 

Numbers 



, Weights of* 
Plain Steel Wire 

in Pounds 
Per Linear Foot 



•307" _ 

3045" .. o 

•2M" 2830" | 

•263" _ 

-2625" 2 

.250" __ 

• 2437" 3 

.2253" 4 

.225" _ 

•207" 2070" 5 

.192" 

.177" 

.162" 



.148" 

.135" 

.120" 

.105" 
.092" 

.080" 
.072" 
.063" 

.054" 

.047" 
.041" 
.035" 

.032" 



.028" 

.025" 
.023" 



.1920" 6 



.1770" 
.1620" 
.1483" 

.1350" 
.1205" 



.2514 

.2506 

.2136 

.1845 

.1838 

.1667 

.1584 

.1354 

.1350 

.1143 

.09832 

.08356 

.07000 



9 05866 

— 05842 

10 04861 

1 1 03873 

— 03841 



.1055" 12 



.0915" 13 

.0800" |4 

.0720" 15 



.0625" 16 

.0540" 17 



.02969 
.02941 
.02258 
.02233 
.01707 
.01383 
.01059 
.01042 
.007778 



.0475" 



18 106018 

— 005892 



.0410" 19 

.0348" 20 , 



.0317" 21 

.0286" 22 



.0258" 23 

.0230" 24 



.004484 
.003267 
.003230 
.002731 
.002680 
.002182 
.002091 
.001775 
.001667 
.001411 
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INDUSTRIAL WIRE CLOTH 

STANDARD WIRE SIZES 



Industrial 

Wire Cloth 

Standard 

Wire Sizes 


Nearest 

Equivalent 

Steel Gauge 

(W&M) Sizes 


Steel 

Gauge 

(WaTSt) 

Numbers 


Weights of 
Plain Steel Wire 

in Pounds 
Per Linear Foot 


_ 


0204" 


25 


.001110 


.020" 


.__■_. 




001067 

0008738 




0181" 


26 


.01 8" 


, 




0008642 




0173" 


27 


0007983 


.017" 






0007708 




0162" 


28 


0007000 


.016" 


_^_ 




.0006828 


.015" 


0150" 


29 


.0006001 


.014" 


.0140" 


30 


.0005228 


.0135" 


_^^_ 




.. .0004861 




.0132" 


31 


0004647 


.013" 






.0004508 




0128" 


32 


0004370 


.012" 






,. .0003841 




.0118" 


33 


0003714 


.011" . 






0003227 




0104" 


34 


0002885 


.010" 






0002667 


.0095" 


0095" 


35 


0002407 


.009" 


0090" 


36 


0002160 


.0085" 


0085" 


37 


0001927 


.008" 


0080" 


38 


.0001707 


•007$" 


.0075" 


39 


0001500 


.oor 


.0070" 


40 


0001307 


— ... 


.0066" 


41 


0001162 


.0065" 






0001 127 




.0062" 


42 


0001025 


.006" 


0060" 


43 


00009602 


— 


0058" 


44 


00008972 


.0055" 


0055" 


45 


00008068 





.0052" 


46 


00007212 


.005" 


0050" 


47 


00006668 


_ 


0048" 


48 


00006145 


— 


0046" 


49 „ 


00005644 


,0045" 







00005401 




.... .0044" 


. 50 .. 


.00005164 


.004" 




00004268 


,0035" 






00003267 


.003" 






00002400 
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WIRE CLOTH BASKETS 




Standard heavy duty basket - 
Swing handle 
Rigid handles available 




General Purpose Basket— 
with Removable Insert Liners. 
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WIRE CLOTH STRAINERS 
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WELDED WIRE FABRIC 
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PENNA. WIRE PARTITIONS 




PENNA. WIRE BRUSHES 



Pennsylvania Wire Wheel Brushes 




P^mfe?fv'.|* 





"PENNSYLVANIA" HAND SCRATCH BRUSHES 
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WINDOW GUARDS 

PARTITIONS AND CAGES 

BASKETS, TRAYS, RACKS 

SIEVES AND RIDDLES 

COAL AND SAND SCREENS 

WIRE-STONES-GALVANIZED AND BLACK ANNEALED 

WIRE-COILS-GALVANIZED, BRIGHT BASIC, BLACK ANNEALED 
STAINLESS STEEL, ALUMINUM, COPPER, BRASS, BRONZE 
AND OTHERS 

FIREPLACE SCREENS 

RUBBISH BURNERS 
LEAF RACKS 

POULTRY NETTING 

HARDWARE CLOTH 

INSECT SCREEN CLOTH 

WELDED FABRIC AND FENCE POSTS 




MODERN CHAIN LINK 



Our Standard Wire 
Mesh Partitions give a 
maximum of protection 
and offer a minimum of 
obstruction to light and 
the free circulation of air. 
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MEMORANDUM 



